EXISTING CONCRETE

1/>" (MIN.) ASPHALT CONCRETE
SURFACE COURSE, TYPE $9.5B

NOTES

FOR BRIDGE JOINT DEMOLITION, SEE SPECIAL PROVISIONS.
FOR FOAM JOINT SEALS, SEE SPECIAL PROVISIONS.

THE INSTALLED FOAM JOINT SEAL SHALL BE WATER TIGHT.
THE CONTRACTOR WILL NOT BE PERMITTED TO FORM THE

JOINTS IN LIEU OF SAWING THE JOINT.

FOR ELASTOMERIC CONCRETE, SEE SPECIAL PROVISIONS.
THE NOMINAL UNCOMPRESSED SEAL WIDTH OF THE FOAM

JOINT SEALS SHALL BE 2"
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DEMOLISH BRIDGE JOINT AREA TO THE NECESSARY
DEPTH, SUCH THAT ELASTOMERIC CONCRETE SHALL
BE FOUNDED ON CONCRETE OR REPAIR CONCRETE
SUBSTRATE, NOT LATEX MODIFIED CONCRETE.

MINIMUM EXISTING PROPOSED JOINT PROPOSED FOAM
EXISTING JOINT DEMOLITION PRE-SAWED DIMENSIONS JOINT SEAL
IF THE EMBEDDED PORTION OF THE EXISTING PLASTIC WATERSTOP IS EXPOSED DURING REMOVAL OF
UNSOUND CONCRETE, OR IF UNSOUND CONCRETE IS REMOVED WITHIN 2”OF THE WATERSTOP, THE ENTIRE
CONCRETE DEPTH TO THE WATERSTOP SHALL BE REMOVED. IF SUCH EXCAVATION EXTENDS MORE THAN 2“
BELOW THE BOTTOM OF THE PLANNED ELASTOMERIC CONCRETE HEADER, AS SHOWN, APPROVED REPAIR
CONCRETE SHALL BE PLACED IN THE EXCAVATED AREA TO THE ELEVATION AT THE BOTTOM OF THE
ELASTOMERIC CONCRETE.
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