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BAR TYPES NOTES
NCRET ARRIER RA r 6"
| BILL OF MATERIAL FOR VERTICAL CONCRETE B 1t 1L -~ -~ ALL PRESTRESSING STRANDS SHALL BE 7-WIRE LOW RELAXATION GRADE
l - ) BAR BARS PER PAIR OF EXTERIOR UNITS TOTAL NO. SIZE | TYPE | LENGTH| WEIGHT 270 STRANDS AND SHALL CONFORM TO AASHTO M203 EXCEPT FOR SAMPLING
— € BEARING PAD 40" UNIT ! ) REQUIREMENTS WHICH SHALL BE IN ACCORDANCE WITH THE STANDARD
} 8 SPECIFICATIONS.
. -¢ L 4// # _qQu .
<| Ao *Bll 80 80 > >TR | 1179 980 Q o ALL REINFORCING STEEL CAST WITH THE CORED SLAB SECTIONS SHALL BE
T R = | GRADE 60 AND SHALL BE INCLUDED IN THE UNIT PRICE BID FOR
I * 54 100 100 s 2 -2 rar | © 5 @ E PRESTRESSED CONCRETE CORED SLABS.
Y 0 € 1”@ HOLES B
f_ * EPOXY COATED REINFORCING STEEL LBS. 1727 s RECESSES FOR TRANSVERSE STRANDS SHALL BE GROUTED AFTER THE
oo = CLASS AA CONCRETE CU.YDS. 10.2 J TENSIONING OF THE STRANDS.
| i | ’ 11
N B JOTAL VERTICAL CONCRETE BARRIER RAIL LN F T, 80.23 A= o/l | oo | SBL 317 oy THE 2'/,” @ DOWEL HOLES AT FIXED ENDS OF SLAB SECTIONS SHALL BE
v | [ BEARING PAD o= A aame S oo 74, FILLED WITH NON-SHRINK GROUT.
\ @ - TYP _ Y - > .
vy | -1 Se|_ 2'-10" _ ™~ THE BACKER RODS SHALL CONFORM TO THE REQUIREMENTS OF TYPE M
_ | I = BOND BREAKER. SEE SECTION 1028 OF THE STANDARD SPECIFICATIONS.
s A A F TION AN AMBER - -
DEAD LOAD DEFLECTIO [),C,, BE . So|  2r-g £~ WHEN CORED SLABS ARE CAST, AN INTERNAL HOLD-DOWN SYSTEM SHALL BE
3-0"x 1'-9 T 7 EMPLOYED TO PREVENT VOIDS FROM RISING OR MOVING SIDEWAYS.AT LEAST
FIXED END 40’ CORED SLAB UNIT 0.6" & L.R. S, 2'-0" | & SIX WEEKS PRIOR TO CASTING CORED SLABS, THE CONTRACTOR SHALL SUBMIT
CTYPE T - 18 REQ' D) STRAND ZIR% TO THE ENGINEER FOR REVIEW AND COMMENT, DETAILED DRAWINGS OF THE
v ko PROPOSED HOLD-DOWN SYSTEM. IN ADDITION TO STRUCTURAL DETAILS,
CAMBER (SLAB ALONE IN PLACE ) 78 G ol S LOCATION AND SPACING OF THE HOLD-DOWNS SHALL BE INDICATED.
ELASTOMERIC BEARING DETAILS DEFLECTION DUE TO o —
SPERTMPOSED BDEAD Loap™¥ /8" ¥ vy ALL REINFORCING STEEL IN THE VERTICAL CONCRETE BARRIER RAIL
SHALL BE EPOXY COATED.
FLASTONER A ALL BRARERES STALL Bh 20 DERCHETER TARDRES>. AL CAVBER 7 ¥ ALL BAR DIMENSTONS ARE OUT TO OUT PRESTRESSING STRANDS SHALL BE CUT FLUSH WITH THE CORED SLAB UNIT
*k INCLUDES FUTURE WEARING SURFACE ENDS.
APPLY EPOXY PROTECTIVE COATING TO CORED SLAB UNIT ENDS.
BILIZlOQIEOI\F/;é[T)EgEQIE? B,C\)IFIQTONE GROOVED CONTRACTION JOINTS,'/>” IN DEPTH, SHALL BE TOOLED IN ALL
GUTTERLINE ASPHALT THICKNESS & RAIL HEIGHT EXPOSED FACES OF THE BARRIER RAIL AND IN ACCORDANCE WITH ARTICLE
EXTERIOR UNIT INTERIOR UNIT 825-10(B) OF THE STANDARD SPECIFICATIONS. A CONTRACTION JOINT SHALL
ASPHALT OVERLAY THICKNESS RAIL HEIGHT 8AR TNUMBER| SIZE | TYPE | LENGTH | WEIGHT | LENGTH | WEIGHT BE LOCATED AT EACH THIRD POINT BETWEEN BARRIER RAIL EXPANSION
> MID-SPAN > MID-SPAN # AT AT JOINTS. ONLY ONE CONTRACTION JOINT IS REQUIRED AT MIDPOINT OF
B4 4 4 STR | 20°-9 95 20'-3 55 BARRIER RAIL SEGMENTS LESS THAN 20 FEET IN LENGTH AND NO
40" UNITS 2" 3/-8" CONTRACTION JOINTS ARE REQUIRED FOR THOSE SEGMENTS LESS THAN 10
Sl 8 #5 3 4'-6" 38 4'-6" 38 FEET IN LENGTH.
f | S2 82 #4 3 5-4" 292 5-4" 292
" = FLAME CUTTING OF THE TRANSVERSE POST-TENSIONING STRAND IS NOT
* S3 50 5 1 5-7 291 AL OWED
S5 4 #4 3 5'-5" 14 5'-5" 14 :
S6 4 *4 3 5'-6" 15 5'-6" 15 THE TRANSFER OF LOAD FROM THE ANCHORAGES TO THE CORED SLAB UNIT
ST 4 #4 3 5-7" 15 5-7" 15 SHALL BE DONE WHEN THE CONCRETE HAS REACHED A COMPRESSIVE
S8 4 #4 3 5'-9” 15 5'-9” 15 STRENGTH OF NOT LESS THAN THE REQUIRED STRENGTH SHOWN IN THE
1/-0" REINFORCING STEEL LBS. 444 444 CONCRETE RELEASE STRENGTH’" TABLE.
~ - % EPOXY COATED
g % y - y SETNFORCING STEEL LBS. »91 FOR GROUT FOR STRUCTURES, SEE SPECIAL PROVISIONS.
o | D ———»—r~——————» - 5000 P.S.I. CONCRETE CU. YDS. °.9 5.9 THE PERMITTED THREADED INSERTS ARE DETAILED AS AN OPTION FOR THE
= CONTRACTOR TO ATTACH FALSEWORK AND FORMWORK DURING CONSTRUCTION.
= 2" CL. MIN. 0.6” @ L.R. STRANDS No. 13 13
Cle 7 THE PERMITTED THREADED INSERTS IN THE EXTERIOR UNITS SHALL BE
Y SIZED BY THE CONTRACTOR, SPACED AT 4'-0“CENTERS AND GALVANIZED
1 ( Y e cq ! IN ACCORDANCE WITH SECTION 1076 OF THE STANDARD SPECIFICATIONS.
PR o o) I/ GRADE 270 STRANDS CONCRETE RELEASE STRENGTH STAINLESS STEEL THREADED INSERTS MAY BE USED AS AN ALTERNATE.
— _ ) 0.6 @ L.R. THE PERMITTED THREADED INSERTS SHALL BE GROUTED BY THE CONTRACTOR
249 RS y fggﬁARE NCHES ) 0.917 UNIT PST IMMEDIATELY FOLLOWING REMOVAL OF THE FALSEWORK.
<m 2Y/" : ,
o= o« o 2" | ULTIMATE STRENGTHl  cg cqq 407 UNITS 4000 THE COST OF THE PERMITTED THREADED INSERTS SHALL BE INCLUDED IN
< o oo ( LBS. PER STRAND ) ' THE PRICE BID FOR THE PRECAST UNITS.
|_
5C o ® o L2 (LBS. PER STRAND ) ’ PAYMENT FOR ANCHOR BOLTS, NUTS, WASHERS AND HOLD-DOWN PLATES SHALL
L : ' e o BE INCLUDED IN THE CORED SLAB PAY ITEM.
< gI m I ° ° (TYP.) o H_J 2'-0"
>Es o wg o3 |0 SECTION S-S - .
= NS / " A AT DAM IN OPEN JOINT .
oo SD (THIS IS TO BE USED ONLY Lo A5 53 Bl A S (IS S3 & A
L = = WHEN SLIP FORM IS USED) -, & S4 @ & S4 @
Ly Y . . 3 oot 1w FIELD BEND 6" CTS. 67 CTS. CORED SLABS REQUIRED
ou ! S L /2" EXP. JT. MAT'L HELD IN e aaad STAGE 1 |NUMBER] LENGTH[TOTAL LENGTH
nZ 5 3347 PLACE WITH GALVANIZED NAILS. X X T 1 1 ¢ 9 20 LNTT
= O — |~ (NOTE: OMIT EXP.JT.MATL. Sy =4 — — BP14.R004
= B 0t I WREN SLIP FORM 15 USED FIELD CUT I _ %Slgg%gg gg il 38 _8 14600_00 PROJECT NO. :
>~ o —— S LD CUT—l | vl .S. ~0” 20"
"5 S4 : < ~— TOTAL 5 200"-0" HAYWOOD COUNTY
Y : ~—f~1—*5 S4 STAGE 2 [NUMBER] LENGTH[TOTAL LENGTH
I #5 §3— e FIELD— o] 40 UNIT 14+24.00 -L-
AS rsﬂ 0 #CUT4 1ol ol of of o ¢ o ¢ EXTERIOR C.S.| 1 40'-0" 40'-0" STATION: :
={IS - " > S INTERIOR C.5.] 3 | 40'-0"| _ 120°-0"
@) (@) r_ "
| | . — %5 S3
' ';J E ® | (TYP.) STATE OF NORTH CAROLINA
T (an) -/
' [/ | A A S| \, | 2 DOCUMENT NOT CONSIDERED FINAL DEPARTMENT OEALE-IFGI?ANSPORTATION
/ - | 45 <3 (SEE “PLAN OF | UNLESS ALL SIGNATURES COMPLETED
R ONTT~ FOR SPACING) CONST. JT.—) THIS STANDARD DRAWING REVIEWED & STANDARD
] | ADOPTED FOR USE AT THE REFERENCED
/ LOCATION BY THE UNDERSIGNED: 3'-0" X 1'-9"
CONST. JT. ELEVATION AT EXPANSION JOINTS END VIEW SIDE VIEW

VERTICAL CONCRETE BARRIER RAIL SECTION
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