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TYPICAL SECTION No. 8
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R1 D1 D1

USE TYPICAL SECTION NO. 8 AS FOLLOWS:
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PAVEMENT SCHEDULE

ARE 1:1 UNLESS SHOWN OTHERWISE.

NOTE: PAVEMENT EDGE SLOPES
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TYPICAL SECTION No. 6
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8’

-Y1- (SR 1164 - ERKWOOD DR)

-Y2- (SR 1779 - SHEPHERD ST)

D1 4.0" I19.0C

3.0" S9.5B

T EARTH MATERIAL

U EXISTING PAVEMENT

R1 2’-6" C&G

-Y1- STA. 16+60.00 TO 20+40.90

-Y2- STA. 15+85.00 TO 17+85.00

10’

J2 6" ABC

13" 13"

SEE INSET ’D’
NOTE: 

6"12"
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USE INSET "D" W/ TYPICAL NO. 6 AS FOLLOWS:
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TYPICAL SECTION No. 7

GRADE
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USE TYPICAL SECTION NO. 7 AS FOLLOWS:
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-Y2- (SR 1779 - SHEPHERD ST)

-Y2- STA. 10+60.14 TO 15+85.00
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USE TYPICAL SECTION NO. 6 AS FOLLOWS:
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