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PROJECT LENGTHDESIGN DATA
 HYDRAULICS ENGINEERPrepared in the Office of:

VAUGHN & MELTON

FOR THE NORTH CAROLINA DIVISION OF HIGHWAYS

4

TYPE OF WORK: GRADING, DRAINAGE, PAVING AND STRUCTURE

HENDERSON COUNTY

                       

TOTAL LENGTH OF PROJECT 14SP.20451.2 = 0.124 MI.

LENGTH STRUCTURE PROJECT 14SP.20451.2 = 0.028 MI.

LENGTH ROADWAY PROJECT 14SP.20451.2 = 0.096 MI.
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DIVISION OF HIGHWAYS

STATE OF NORTH CAROLINA

PLAN FOR PROPOSED
HIGHWAY EROSION CONTROL

EROSION AND SEDIMENT CONTROL MEASURES

CONSTRUCTION.

GRUBBING PHASE OF

FOR CLEARING AND

EROSION CONTROL PLANS

THIS PROJECT CONTAINS

Temporary Silt Ditch

Temporary Silt Fence

Silt Basin Type B

Stilling Basin

TDTemporary Diversion

Temporary Rock Silt Check Type-B
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Temporary Rock Sediment Dam Type-A
Temporary Rock Sediment Dam Type-B
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Temporary Berms and Slope Drains 

Rock Inlet Sediment Trap:

1630.03
1630.05
1605.01

1622.01

1633.01

1634.01
1634.02
1635.01
1635.02
1630.04

1632.01

1632.02

1632.03

Rock Pipe Inlet Sediment Trap Type-A
Rock Pipe Inlet Sediment Trap Type-B

Temporary Rock Sediment Dam Type A

Temporary Rock Sediment Dam Type B

Temporary Silt Fence

Roadway Standard Drawings

 

The following roadway english standards as appear in "Roadway Standard Drawings"- Roadway Design

revison thereto are applicable to this project and by reference hereby are considered a part of

these plans.
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1606.01 Special Sediment Control Fence
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1635.02 Rock Pipe Inlet Sediment Trap Type B

1604.01 Railroad Erosion Control Detail

1607.01 Gravel Construction Entrance

Skimmer Basin

   

Tiered Skimmer Basin

Infiltration Basin

Special Stilling Basin1630.06

Temporary Rock Silt Check Type-A with
Matting and Polyacrylamide (PAM)

Wattle/Coir Fiber Wattle

Wattle/Coir Fiber Wattle
with Polyacrylamide (PAM)

1630.02

1633.02

1630.05 Temporary Diversion

1630.04 Stilling Basin

1630.03 Temporary Silt Ditch

1630.02 Silt Basin Type B

1630.06 Special Stilling Basin

1631.01 Matting Installation

1632.02

1632.01

Rock Inlet Sediment Trap Type B

Rock Inlet Sediment Trap Type A

1632.03 Rock Inlet Sediment Trap Type C

1633.01

1633.02 Temporary Rock Silt Check Type B

Temporary Rock Silt Check Type A

1640.01 Coir Fiber Baffle

1645.01 Temporary Stream Crossing
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ROADSIDE ENVIRONMENTAL UNIT

 Raleigh, NC 27611

1 South Wilmington St.

Prepared in the Office of:

NAME LEVEL III CERTIFICATION NO.

Reviewed by:

Reviewed in the Office of:

Designed by:

Consulting Engineers
Vaughn & Melton

HENDERSON COUNTY

TYPE OF WORK: GRADING, DRAINAGE, PAVING AND STRUCTURE

ON SR 1353 (HOOPER LANE)

Asheville, NC 28806

1318-F Patton Avenue

3939 Reid Whitehead, PE, CPESC

Unit - N. C. Department of Transportation - Raleigh, N. C., dated January 2018 and the latest

2018 STANDARD SPECIFICATIONS

      ENGINEER.

      NEED TO BE INSTALLED AS DIRECTED BY THE

      ADDITIONAL EROSION CONTROL DEVICES MAY

      REQUIRE PRIOR APPROVAL BY ENGINEER.
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RESOURCES DIVISION OF WATER

OF ENVIRONMENT AND NATURAL

THE NORTH CAROLINA DEPARTMENT

AUGUST 1, 2016 AND ISSUED BY

CONSTRUCTION PERMIT EFFECTIVE

BY THE NCG-010000 GENERAL

THE REGULATIONS SET FORTH

CONTROL PLANS COMPLY WITH

THESE EROSION AND SEDIMENT

2018 STANDARD SPECIFICATIONS

Christian Gonzalez-Martell

 

 Asheville,
North Carolina

423 467 8401

865 546 5800

864 574 4775

828 253 2796

 
 

 

 606 248 6600

Tri-Cities, TN

Knoxville, TN

Spartanburg, SC

Middlesboro, KY

Charleston, SC

843 974 5650

Atlanta, GA

770 627 3590
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 Consulting Engineers

 Boone, NC

828 355 9933

919 977 9455

 

704 357 0488

Charlotte, NCRaleigh, NC

STANDARDS.

SENSITIVE WATERSHED

BEEN DESIGNED TO 

THIS PROJECT HAS

for Special Considerations.

Refer To E. C. Special Provisions

ON THIS PROJECT

SENSITIVE AREA(S) EXIST

ENVIRONMENTALLY 

LOCATION: BRIDGE NO. 147 OVER MILLS RIVER 

GRAPHIC SCALE

PLANS
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