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UNLESS ALL SIGNATURES COMPLETED

PHASING NOTES

 PHASE I 

 

            SIGNS USING NCDOT ROADWAY STANDARD DRAWINGS NO.1101.01, SHEET 3 OF 3.

STEP 1:     ERECT WORK ZONE ADVANCED WARNING SIGNS USING DETAIL DRAWINGS FOR WORK ZONE 

STEP 4:     PLACE TEMPORARY PAVEMENT MARKINGS ON -L- (SEE SHEET TMP-4).

            UP TO BUT NOT INCLUDING THE FINAL SURFACE COURSE.

            STRUCTURE AND -L- STA. 10+25 +/- TO -L- STA. 16+50 +/-

            NECESSARY DRUMS AND CONSTRUCT AWAY FROM TRAFFIC, PROPOSED 

            SHEET 1 OF 14, INSTALL TYPE III BARRICADES AND THE 

            IN THE EXISTING PATTERN,USING NCDOT ROADWAY STANDARD DRAWING 1101.02

STEP 2:     WHILE MAINTAINING TRAFFIC ON EXISTING SR 1353 (HOOPER LANE)

 

            TRAFFIC PATTERN.

            OPEN -L- (SR 1353 HOOPER LANE) TO A TWO-LANE TWO-WAY

            REMOVE ALL TEMPORARY TRAFFIC CONTROL DEVICES.

            PLACE FINAL PAVEMENT MARKINGS ON -L- 

STEP 4:     USING NCDOT ROADWAY STANDARD DRAWING 1101.02 SHEET 1 OF 14

            (SEE SHEET TMP-4)

            ROADWAY ON OLD LOCATION OF SR SR 1353 (HOOPER LANE) 

            FINISH DRIVE TIE-INS, REMOVE EXISTING STRUCTURE AND 

STEP 2:     USING NCDOT ROADWAY STANDARD DRAWING 1101.02 SHEET 1 OF 14 

 PHASE II 
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            ROADWAY) UP TO, BUT NOT INCLUDING, THE FINAL LAYER OF SURFACE COURSE.

            -L- FROM STA. 15+75 +/- TO STA. 16+65 +/- (TIE-IN TO EXISTING 

            ROADWAY) UP TO,BUT NOT INCLUDING, THE FINAL LAYER OF SURFACE COURSE. CONSTRUCT 

            CONSTRUCT -L- FROM STA.10+10 +/- TO STA. 11+00 +/- (TIE-IN TO EXISTING 

            FLAGGERS AS NECESSARY , PERFORM THE FOLLOWING ON SR 1353 (HOOPER LANE):

STEP 3:     USING NCDOT ROADWAY STANDARD DRAWING 1101.02 SHEET 1 OF 14, AND 

            (SEE SHEET TMP-4 FOR TRAFFIC PATTERN)

            (NOTE:THIS STEP TO BE COMPLETED IN A CONTINUOUS MANNER)

            SIGNS PER NCDOT ROADWAY STANDARD DRAWING 1101.03 SHEET 3 OF 9

            IN PHASE I STEP 2, INSTALL TYPE III BARRICADES AND DETOUR

            TRAFFIC TO NEW -L-, REMOVE BARRICADES AND DRUMS PLACED

            INSTALL ADVISORY SPEED LIMIT OF 20 MPH, THEN SHIFT 

STEP 1:     USING NCDOT ROADWAY STANDARD DRAWING 1101.02 SHEET 1 OF 14,

            LAYER OF SURFACE COURSE ON -L-.

            AND FLAGGERS AS NECESSARY PLACE THE FINAL 

STEP 3:     USING NCDOT ROADWAY STANDARD DRAWING 1101.02 SHEET 1 OF 14
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