DocuSign Envelope ID: 55165294-31DD-4491-8542-A87528A81ED9

WATTLE BARRIER

TOE
OF FILL

ISOMETRIC VIEW

2' WOODEN
STAKE

FILL
MATERIAL

WATTLE

PR e R S TSR R PRIRLIIZILZIPER
e L i et S OIS Mo s Moo o
000D IXMILIIRXIKIHS

AN AA’AA A

il
il
Tl
Tl
il
il
i
T
Tl
Tl
{1
i
)
T
Tl

=== TETE = ETNETETE = TEN==TENE TN TR = =TT TN TEE T =N = =T T
[ ] [ ] [ ] ]

—2 FT.

FRONT VIEW

SEE INSET A

PROJECT REFERENCE NO.

SHEET NO.

W-5714E

EC—2

RW SHEET NO.

ROADWAY DESIGN
ENGINEER

DETAIL

HYDRAULICS
ENGINEER

NOTES:

USE MINIMUM 18 IN. NOMINAL DIAMETER EXCELSIOR WATTLE
AND LENGTH OF 10 FT.

EXCAVATE A 2 TO 3 INCH TRENCH FOR WATTLE TO BE PLACED.
DO NOT PLACE WATTLES ON TOE OF SLOPE.

USE 2 FT. WOODEN STAKES WITH A 2 IN. BY 2 IN. NOMINAL
CROSS SECTION.

INSTALL A MINIMUM OF 2 UPSLOPE STAKES AND 4 DOWNSLOPE
STAKES AT AN ANGLE TO WEDGE WATTLE TO GROUND.

PROVIDE STAPLES MADE OF 0.125 IN. DIAMETER STEEL WIRE
FORMED INTO A U SHAPE NOT LESS THAN 12" IN LENGTH.

INSTALL STAPLES APPROXIMATELY EVERY 1 LINEAR FOOT ON
BOTH SIDES OF WATTLE AND AT EACH END TO SECURE IT TO THE SOIL.

FOR BREAKS ALONG LARGE SLOPES, USE MAXIMUM SPACING OF 25 FT.
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