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PAVEMENT SCHEDULE

Cl

PROPOSED APPROX 2" ASPHALT CONCRETE SURFACE COURSE TYPE S9.5C,
AT AN AVERAGE RATE OF 224 LBS.PER SQ.YD.

2

PROPOSED VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C, AT
AN AVERAGE RATE OF 112 LBS. PER SQ.YD.PER ["DEPTH.TO BE PLACED
IN LAYERS NOT TO EXCEED Z2"IN DEPTH.

DI

PROPOSED APPROX.b5" ASPHALT CONCRETE INTERMEDIATE COURSE TYPE 119.0C,
AT AN AVERAGE RATE OF 285 LBS.PER SQ.YD.TO BE PLACED
IN EACH OF TWO LAYERS.

D2

PROPOSED VAR. DEPTH ASPHALT CONCRETE INTERMEDIATE COURSE TYPE 119.0C,
AT AN AVERAGE RATE OF I14 LBS.PER SQ.YD.PER [I"DEPTH.TO BE PLACED IN
LAYERS NOT LESS THAN 25"IN DEPTH OR GREATER THAN 4"IN DEPTH.

El

PROPOSED VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, AT
AN AVERAGE RATE OF 114 LBS. PER SQ.YD. PER I"'DEPTH TO BE PLACED
IN LAYERS NOT LESS THAN 3"OR GREATER THAN 5.5"IN DEPTH.

J/

PROPOSED 6" AGGREGATE BASE COURSE

JZ

PROPOSED VAR. DEPTH AGGREGATE BASE COURSE

R/

PROPOSED 2'-6"CONCRETE CURB & GUTTER

RZ

PROPOSED 5" MONOLITHIC CONCRETE [ISLAND (KEYED—IN)

EARTH MATERIAL

EXISTING PAVEMENT

W

VARIABLE DEPTH ASPHALT PAVEMENT
(SEE STANDARD WEDGING DETAIL 2, SHEET 2A-1)

NOTES:

I.LRETAIN EXIST 2-6"C&G FROM -L—- STA.7+97.00 TO 8+37.00
2.PAVEMENT EDGE SLOPES ARE [/ UNLESS OTHERWISE INDICATED

3.REFER

TO PLAN SHEETS FOR VARIABLE WIDTHS

VAR WIDTH FULL
2'-6" C&G
FOC \

EDGE OF PAVEMENT—/ 14 TRAVEL LANE

4’ PAVED SHOULDER

DEPTH PAVED SHOULDER (SEE TYPICAL)

PROPOSED 2’ —6"
CURB & GUTTER

NOT TO SCALE

DETAIL 1 - SHOWING STANDARD CURB & GUTTER FLAIR

DETAIL 2 - METHOD OF WEDGING

DETAIL 3 - CURB AND GUTTER END TREATMENT
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