
R1

T

THIS LINE

GRADE TO

5
/
2
6
/
2
0
17

P
:\

7
6
5
8
-
0
5
\

C
A

D
D
\
8
7
0
1
1
3
\

R
o
a
d

w
a
y
\

P
r
o
j
\
8
7
0
1
1
3
_
r
d
y
_
t
y
p
.d

g
n

t
h
u
f
f

m
a
n

ROADWAY DESIGN

ENGINEER ENGINEER

   R/W SHEET NO.5
/
1
4
/
9
9 SHEET NO.PROJECT REFERENCE NO.

-L- STA. 14+69.56 TO -L- STA. 16+06.13

-L- STA. 10+78.44 TO -L- STA. 11+68.39

PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0B,

AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH. TO

THAN 5�" IN DEPTH.

BE PLACED IN LAYERS NOT LESS THAN 3" IN DEPTH OR GREATERE2

EARTH MATERIAL.T 

R1 SHOULDER BERM GUTTER

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.

PAVEMENT SCHEDULE

EXISTING PAVEMENT.U

AT AN AVERAGE RATE OF 627 LBS. PER SQ. YD.

PROP. APPROX. 5�" ASPHALT CONCRETE BASE COURSE, TYPE B25.0B,
E1

SEE X-SECTIONS

VAR. SLOPE

11"

VARIABLE DEPTH ASPHALT PAVEMENT (SEE STANDARD WEDGING DETAIL
W ON THIS SHEET)

(FINAL PAVEMENT DESIGN)

C1

J1

2:1

0.02

20’-0"

6:1

3’-0"

0.08

3’-0" 10’-0"

W
U

C2

E1
TT

E1

-L-

0.020.08

GRADE

POINT

TYPICAL SECTION NO. 1

8�"

10’-0"

GROUND

ORIGINAL

GROUND

ORIGINAL

GROUND

ORIGINAL

17BP.14.R.24

TYPICAL SECTION No. 2 AS FOLLOWS
TO BE USED IN CONJUNCTION WITH

INSET DETAIL

Berm Gutter on Top of Subgrade
Detail Showing Shoulder

*

*7’-0" W/GR

BRIDGE TYPICAL

-L- STA. 12+73.00 TO -L- STA. 13+30.60

(-L-) SR 1346 (Nicholson Creek Road) over Nicholson Creek

2’-0"

FDPS

2’-0"

FDPS

2:1
 MAXVAR. 

TO2:1 MAX

FROM EOT WHEN WARRANTED
GUARDRAIL SHALL BE PLACED 4’-0" MIN.

VARIES 

SEE X-SECTIONS

VARIABLE

POINT
GRADE

Detail Showing Method Of Wedging

MIN.MIN.

3" 3"

E2

E2

C2C2
C1

C1

U

LC SURVEY LC EXISTING

PAVEMENT DESIGN

DIER .R
 .

T

C1

J1
T

GRADE

POINT

TYPICAL SECTION NO. 2

SEE X-SECTIONS

VAR. SLOPE

T

11"

3’-0"

20’-0"

-L-

10’-0" 8’-0" MIN. 3’-0"

6:1

2:1

10’-0"

0.02 0.080.020.08

GROUND

ORIGINAL

GROUND

ORIGINAL

GROUND

ORIGINAL
*

*7’-0" W/GR

FROM EOT WHEN WARRANTED
GUARDRAIL SHALL BE PLACED 4’-0" MIN.

2:1
 MAXVAR. 

TO2:1 MAX

6" 6"

-L- STA. 11+68.39 TO -L- STA. 12+73.00

P
RO

FESSIONA
L

ENGINEER

NO
RT

H CAROLINA

SEAL

015869

-L- STA. 13+30.60 TO -L- STA. 14+69.56

PROP. 8" AGGREGATE BASE COURSEJ1

GRADE

POINT

30’-0"

10’-0"3’-11" 10’-0" 3’-11"

-L-

C2

27’-10" (CLEAR ROADWAY)

10 CORED SLAB UNITS @ 3’-0" = 30’-0"

SEE STRUCTURE PLANS FOR BRIDGE DESIGN
NOTE:

1’-1" 1’-1"

0.025 0.025

0.025 0.025

2A-1

-L- STA. 12+45.79 TO -L- STA. 12+55.67 (RT)

1’-0"

BE PLACED IN LAYERS NOT TO EXCEED 2" IN DEPTH.
C2 AT AN AVERAGE RATE OF 112 LBS. PER SQ. YD. PER 1�" DEPTH. TO

2’-0"

FDPS

2’-0"

FDPS

C1C1

AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. IN EACH OF TWO 

LAYERS.
C1

PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, 

PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

CL

THIS LINE

GRADE TO
THIS LINE

GRADE TO

CL

THIS LINE

GRADE TO

CL

MIN

1�"

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED
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