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STATE STATE PROJECT REFERENCE NO.
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RUMBLE STRIPS (OUTSIDE OF CENTER LANE)R

C
TYPE S9.5C AT AN AVERAGE RATE OF 168 LBS.PER.SQ.YD

PROP. APPROX. 1.5" ASPHALT CONCRETE  SURFACE COURSE,

V1 V1

V1
(MILL EXISTING RUMBLE STRIPS)

2' WIDE MILLED ASPHALT PAVEMENT 1.5" IN DEPTH 

C C

12' 12' 12'

1253.01    Snowplowable Raised Pavement Markers

1250.01    Pavement Marker Spacing

1205.08    Pavement Markings - Symbols and Work Messages

1205.05    Pavement Markings - Turn Lanes

1205.02    Pavement Markings - Divided and Undivided Roadways

1205.01    Pavement Markings - Line Types and Offsets

DIVISION 12 - PAVEMENT MARKINGS, MARKERS AND DELINEATION

665.01    Asphalt Shoulders - Milled Rumble Strips

DIVISION 6 - ASPHALT BASES AND PAVEMENTS

STD.NO.                       TITLE

and by reference hereby are considered a part of these plans:

N. C. Department of Transportation - Raleigh, N. C., Dated January, 2018 are applicable to this project

The following Roadway Standards as appear in "Roadway Standard Drawings" Highway Design Branch -

2018 ROADWAY ENGLISH STANDARD DRAWINGS
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