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VALVE

TAMPED

BACKFILL

WATER 

BACKFILL

TAMPED

PAVEMENT

COVER

CASTING

DOMESTIC

NOT TO SCALE

REQUIRED ON ALL VALVES. 

NOTE: CONCRETE VALVE COLLAR 

COVER 

VALVE BOX

WATER

5 
3
4"

STANDARD VALVE BOX

BOTTOM SECTION

VALVE

BOX

MAIN

CONCRETE

SUPPORT

EXTENSION OF VALVE BOX

APPROVED METHOD FOR 

VALVE BOX DETAIL

STANDARD FIRE HYDRANT ASSEMBLY

NOT TO SCALE

SHOULDER/DITCH SECTION

R
/

W

6" GATE VALVE

CONC. THRUST

BLOCKING

VALVE BOX

CONC. SUPPORT

7 CU. FT. CRUSHED

STONE MIN.

MIN. OF 3 CUBIC FEET OF CRUSHED

STONE FOR DRAINAGE

CONCRETE THRUST BLOCK PLACED

AGAINST UNDISTURBED EARTH

MAX.

(TAMPED IN 6" LIFTS)

COMPACTED BACKFILL 

IF HYDRANT LEG IS LESS THAN 10-FEET LONG, THE HYDRANT SHALL BE RODDED BACK TO THE VALVE.10.

MAXIMUM PERMISSIBLE EXTENSION LENGTH IS 2-FEET.9.

LANDSCAPING, MULCH, GRAVEL, ETC.) IS ABOVE THE MAXIMUM BURY LINE OF THE HYDRANT.

HYDRANT SHALL NOT BE INSTALLED SO THAT THE FINISHED ELEVATION OF SURROUNDING AREA (INCLUDING 8.

INSTALL BOLLARD GUARD POST AS PER DRAWINGS OR CONDITIONS MANDATE.7.

PERMANENT UTILITY EASEMENT TO THE TOWN OF TRYON.

ALL FIRE HYDRANTS SHALL BE LOCATED WITHIN DEDICATED STREET RIGHT-OF-WAY OR PUBLICLY DEDICATED 6.

ALL JOINTS ON FIRE HYDRANT ASSEMBLIES SHALL BE RESTRAINED.5.

FIRE HYDRANTS WILL BE INSTALLED IN TRUE VERTICAL POSITION.4.

BRANCH PIPE SHALL BE DUCTILE IRON.3.

FIRE HYDRANT SHALL BE INSTALLED USING HYDRANT TEE.2.

FIRE HYDRANT MANUFACTURER SHALL BE AS REQUIRED BY PROJECT SPECIFICATIONS.1.

:NOTES

HYDRANT TO STAY WITHIN COMPLIANCE.

THE CONTRACTOR IS RESPONSIBLE FOR ADJUSTING THE FIRE 

OTHER WORK CHANGES THE GRADE OF THE FIRE HYDRANT, 

ANYTIME SITE WORK, CONSTRUCTION, ROAD WORK, OR ANY 

MINIMUM 36" HORIZONTAL CLEARANCE

FROM ANY OBJECT

TRAFFIC FLANGE BETWEEN

2" - 6" MAX. BURY LINE

FIRE HYDRANT, PUMPER NOZZLE W/STORZ ADAPTER TO BE POINTED

PERPENDICULAR TO STREET

LINE

PROPERTY 

EASEMENT OR

BRANCH PIPE

6" MIN.

MAIN
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