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PLACE FOUNDATION CONDITIONING MATERIAL BELOW
BEDDING IF REQUIRED, AS DIRECTED BY ENGINEER.
PIPE BEDDED IN SELECT MATERIAL, CLASS I (TYPE 1)

OR CLASS Il

TRENCH BACKFILLED IN LOOSE 6~

PROJECT TYPICAL DETAILS

BACKFILL

PIPE
BEDDING

FOUNDATION
CONDITIONING
FABRIC AS
REQUIRED

FOUNDATION
CONDITIONING
AS REQUIRED

LAYERS COMPACTED TO TOP OF TRENCH USING LOCAL
EXCAVATED MATERIAL IF APPROVED BY THE ENGINEER,

OR SELECT MATERIAL.

ALL MATERIAL SHALL BE FREE
OF ROCKS, FOREIGN MATERIAL, AND FROZEN EARTH.
COMPACTION SHALL BE TO APPROXIMATELY 95% DENSITY
IN ACCORDANCE WITH AASHTO T-99 AS MODIFIED BY THE
DEPARTMENT OF TRANSPORTATION.

GENERAL TRENCH Dt TAIL

NOT TO SCALE

FINISHED GRADE

STANDARD CONCRETE VALVE COLLAR
(IF NOT IN ASPHALT)

(IF IN ASPHALT, VALVE BOX TO
MATCH ASPHALT GRADE)
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CAST IRON VALVE BOX

CAST IRON GATE VALVE

]
AN A STANDARD MJ GLANDS
- NOTE: RESTRAINT GLANDS

MAY BE USED AS OPTION
IF NEEDED
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