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~ - - THE GUARDRAIL ANCHOR ASSEMBLY FOR CULVERTS SHALL CONSIST OF THE FOLLOWING
COMPONENTS :
A. FERRULES SHALL BE MADE FROM STEEL MEETING THE REQUIREMENTS OF AASHTO MI169,
GRADE 12014 AND SHALL HAVE A MINIMUM LENGTH OF THREADS OF 2!/,
.l B. 4 -1"0 X 21/,7BOLTS WITH WASHERS, BOLTS SHALL CONFORM TO THE
i o REQUIREMENTS OF ASTM A307. BOLTS AND WASHERS SHALL BE GALVANIZED.
(AT THE CONTRACTOR’S OPTION, STAINLESS STEEL BOLTS AND WASHERS MAY BE
. USED AS AN ALTERNATE FOR THE 1”7 @ X 2'/4”/ GALVANIZED BOLTS AND
M ~_ WASHERS. THEY SHALL CONFORM TO OR EXCEED THE MECHANICAL REQUIREMENTS
o - OF ASTM A307. THE USE OF THIS ALTERNATE SHALL BE APPROVED BY THE
~_ A A ENGINEER.)
Y - . o
< Ny . C. WIRE STRUTS SHOWN IN THE GUARDRAIL ANCHOR ASSEMBLY FOR CULVERTS DETAIL
RN ~__ ARE MINIMUM ALLOWABLE SIZE AND SHALL HAVE A MINIMUM TENSILE STRENGTH
7 ~ OF 100,000 P.S.I. AS AN OPTION, A ¢’ @ WIRE STRUT WITH A MINIMUM TENSILE
Y \\\\\ € GUARDRATIL STRENGTH OF 90,000 PSI IS ACCEPTABLE.
+ o ~_ 115900700 ANCHOR & POST
= ~ GUARDRAIL ANCHOR ASSEMBLY WITH BOLTS SHALL BE ASSEMBLED IN THE SHOP. BOLT
Y o \\\~\ .| THREADS MAY BE RECUT AS NECESSARY TO INSURE FIT.
“ [ [ ]
\\\‘\ THE COST OF THE GUARDRAIL ANCHOR ASSEMBLY FOR CULVERTS COMPLETE IN
. ~ PLACE, SHALL BE INCLUDED IN THE UNIT CONTRACT PRICE BID FOR CLASS “A”
™ ~ CONCRETE.
Y __///;m\\\\\\\
STA. 13+14.00 -L- - FERRULES TO BE PLUGGED DURING POURING OF SLAB AS RECOMMENDED BY THE
Y o s ~_ s e MANUF ACTURER.
\\\\\\\\\ AT THE CONTRACTOR’S OPTION, FERRULES WITH OPEN OR CLOSED ENDS MAY BE USED.
__/////' \\\\\ PAYMENT FOR GUARDRAIL, POSTS, AND POST BASE PLATES IS INCLUDED IN ROADWAY
-L- - PAY ITEMS.
~_ C PROPOSED
2 e > DO SLAB REINFORCING STEEL MAY BE SHIFTED AS NECESSARY TO CLEAR GUARDRAIL
A A J RCBC ANCHOR ASSEMBLY. CARE SHOULD BE TAKEN TO KEEP THE SHIFTING OF REINFORCING
~_ STEEL TO A MINIMUM.
t f - THE CONTRACTOR MAY USE ADHESIVELY ANCHORED ANCHOR BOLTS IN PLACE OF
GUARDRAIL ANCHOR ASSEMBLY. LEVEL TWO FIELD TESTING IS REQUIRED, AND THE
YIELD LOAD OF THE 1”@ BOLT IS 21.8 KIPS. FOR ADHESIVELY ANCHORED ANCHOR
BOLTS OR DOWELS, SEE STANDARD SPECIFICATIONS.
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R B 4 - s | THREADED STEEL FERRULE TO |
N ‘ FIT 170 X 2!/,”BOLT WITH
J8 — — " — #~ ROUND WASHER. _\\fE§§§_
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Y < < < THIS SUPPORT SHALL MEET THE i, DEPARTMENT OF TRANSPORTATION
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SECTION A-A SECTION B-B FOR CULVERTS
2 o=
ASSEMBLED BY : T.J. KIRSCHBAUM  DATE : 5/13/I5 PLANS PREPARED BY: 2510,y frltaa THESE PLANS HAVE BEEN PROPERLY EXAMINED BY THE 6/10/2017 REVISIONS SHECET8N0.
CHECKED BY : R.F. WERTMAN DATE : 5/14/15 b, ¢ UNDERSIGNED. I HAVE DETERMINED THAT THEY COMPLY NO.  BY: DATE: No|  BY: DATE: -
REVT/I0/0T LES/TOR A Gannett Fleming :.o'i»wo | WITH EXISTING NORTH CAROLINA CODES, AND HAVE DOCUFMIEh']\‘ATL NUONTLECS%NSAILEERED 1 3 ToTAL
DRAWN BY : FCJ  6/88 REV. 5/7/03  RWW/JTE . . , BEEN PROPERLY ADAPTED FOR USE IN THIS AREA. SHEETS
CHECKED BY : ARB  6/88 REV. 5/1/06R KMM/GM Excellence Delivered As Promised [NC Lic. No. F-0270| STIGNATURES COMPLETED 2 4l 10
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