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HENDERSON COUNTY CULVERT #440314

2A-117BP.14.R.44

PAVEMENT DESIGN

Plans Prepared By:

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

NOT TO SCALE

PAVEMENT
EXISTING/PERMANENT TEMPORARY PAVEMENT

J2

TEMPORARY PAVEMENT DETAIL

U

PAVEMENT SCHEDULE

ITEM DESCRIPTION

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE 

J1 PROP. 8" AGGREGATE BASE COURSE

T EARTH MATERIAL

U EXISTING PAVEMENT

PROP. 6" AGGREGATE BASE COURSEJ2

6" MIN.

-L- STA. 11+74.66 TO STA. 13+60.83 RT

(SEE TRAFFIC MANAGEMENT PLANS)

DIRECTED BY ENGINEER.
DRIVEWAY DESIGN (WIDTH AND DEPTH) WILL BE
ASPHALT SURFACE TREATMENT MAT AND DOUBLE SEAL.
STA. 12+48.45 AND STA. 13+74.50 REQUIRE
DRIVEWAYS AT STA. 10+63.80, STA. 11+72.50,

DRIVEWAYS

CHARLOTTE, NORTH CAROLINA 28226

8008 CORPORATE CENTER DRIVE, SUITE 110

NC Lic. No. C-3881
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