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( ) STATE STATE PROJECT REFERENCE NO. SHEE JOTAL
"N" = DISTANCE FROM EDGE OF LANE TO FACE OF GUARDRAIL. N.C. SS-6214L 3)
TOTAL SHOULDER WIDTH = DISTANCE FROM EDGE OF TRAVEL LANE TO SHOULDER BREAK POINT. -
FLARE LENGTH = DISTANCE FROM LAST SECTION OF PARALLEL GUARDRAIL TO END OF GUARDRAIL. STATE PRO. O oA PROJ IO DESCRIPTION
W = TOTAL WIDTH OF FLARE FROM BEGINNING OF TAPER TO END OF GUARDRAIL. 50596 N/A CONSTRUCTION
G = GATING IMPACT ATTENUATOR TYPE 350
'q‘ NG = NON-GATING IMPACT ATTENUATOR TYPE 350
N
Q LENGTH WARRANT POINT "N” TOTAL FLARE LENGTH w ANCHORS ATTIEA,EG,EIOR EXTRA LENGTH
N BEG. STA. END STA. LOCATION F'%'ék SHOULDER TYPE 350, GU:‘R-DRA'L REMARKS
% STRAIGHT SHOP DOUBLE APPROACH TRAILING EO.L WIDTH | spproacH | TRAILING APPROACH | TRAILING | GREU _ _ . _ . . _ . PERMITTED OSITS
CURVED FACED END END END END END END TL-2 Nol 6 NG (8)
L 4+50 8+50 LT 400 2
L 8+ 40 16+ 40 RT 800 2
L 26+10 29+30 LT 320 2
Q‘ L 29+80 32+50 LT 270 2
'\| L 33+15 34+60 LT 145 2
L 34+85 37+00 LT 215 2
& - 40+75 46+00 RT 525 2
L 49+10 53+90 LT 480 2
L 62+80 66+65 RT 385 2
CONTINGENT 25 PLACE AS NEEDED
SUBTOTAL 3540 18 25
DEDUCTIONS FOR GREU 450 18 @ 25 = 450’
TOTAL 3090 25
Q 2018 ROADWAY ENGLISH STANDARD DRAWINGS
N GENERAL NOTES: 2018 SPECIFICATIONS ‘ . . ‘ _
Q The following Roadway Standards as appear in “Roadway Standard Drawings” Highway Design Branch -
GUARDRAIL: N. C. Department of Transportation — Raleigh, N. C., Dated January, 2018 are applicable to this project
and by reference hereby are considered a part of these plans:
Q THE GUARDRAIL LOCATIONS SHOWN ON THE PLANS MAY BE ADJUSTED DURING
_ CONSTRUCTION AS DIRECTED BY THE ENGINEER. THE CONTRACTOR SHOULD CONSULT STD.NO. TITLE
* . WITH THE ENGINEER PRIOR TO ORDERING GUARDRAIL MATERIAL. DIVISION 8 — INCIDENTALS
& 862.01 Guardrail Placement
862.02 Guardrail Installation
( ) DIVISION 11 — WORK ZONE TRAFFIC CONTROL
: 1101.02 Temporary Lane Closures
\_ )
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