BEGIN RIGHT TURN LANE
TAPER STA. 13+00 -Y-

INSTALL CONES / BARRELS TO PROTECT
STILLING BASIN IN TURN LANE
STA.13+00 TO 10+75 LT -Y-

SHEPHERD MEMORIAL PARK

BEGIN PROJECT+10+00

*IN ORDER TO PREVENT DISTURBANCE, ALL
SHORING REQUIREMENTS MUST TAKE PLACE
WITHIN NCDOT RIGHT OF WAY.

CONSTRUCTION SAFETY FENCE TO BE
INSTALLED AT NCDOT RIGHT OF WAY
STA. 400 LT -Y-

DROP INLET ®3i6
TO BE REPLACED AT
STA. 11+69 LT -L-

GUY WIRE
ANCHOR

LOCATION OF GRAVE SITE
CORNERS IS APPROXIMATE
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16" WA
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CONSTRUCTION SAFETY FENCE TO BE
INSTALLED AT NCDOT RIGHT OF WAY

STA.10+90 LT -L- R/W APPROX.

12.2' FROM CURB—"
AS LOCATED
INLET GRATE TOP
2077.07

INVERT FROM 317

2070.42

INVERT OUT
2064.87

-

/]
INVERT
/16 2058.58

CONSTRUCTION SAFETY FENCE TO BE
INSTALLED 5 FEET BEHIND CURB LINE
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-L- STA.12+79
-Y- STA. 9+52

END PROJECT
13+63
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