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- - SEE SHEET C-6 FOR STLL CONCRETE QUANTITY
SEE SHEET C-6 BAR SCHEDULE FOR DOWELS
- 3179 . 31'-6 -
an = BED MATERIAL SHALL BE EXCAVATED AND STOCKPILED DURING INTSTALLATION OF THE CULVERT AND STLLS.
THE NATURAL BED MATERIALS SHALL THEN BE PLACED 1IN THE CULVERT TO THE SPECTIFIED ELEVATION.
CLASS T RIP-RAP MAY BE USED TO SUPPLEMENT BED MATERTAL.
PAYMENT TO PLACE THE EXCAVATED MATERIAL OR SUPPLEMENT WITH CLASS T RIP RAP MATERIAL SHALL BE
INCLUDED IN THE LUMP SUM BID PRICE FOR “CULVERT EXCAVATTON"
PLACE STLLS AT INLET, OUTLET OF THE CULVERT.ADD STILL HALFWAY THOUGH LOW FLOW BARREL.BACKFILL
BOTH BARRELS WITH NATURAL BED MATERIAL. NATIVE MATERTIAL CONSISTS OF MATERTAL THAT IS EXCAVATED
FROM THE STREAM BED AT PROJECT SITE DURING CULVERT CONSTRUCTION. ONLY MATERTAL THAT IS EXCAVATED
FROM THE STREAM BED MAY BE USED TO LINE THE LOW FLOW CULVERT BARREL.RIP RAP MAY BE USED TO
SUPPLEMENT THE NATIVE MATERIAL IN THE HIGH FLOW CULVERT BARREL. IF RIP RAP IS USED TO LINE THE
HIGH FLOW CULVERT BARREL, NATIVE MATERTAL SHOULD BE PLACED ON TOP TO FILL VOIDS AND PROVIDE A
FLAT SURFACE FOR ANIMAL PASSAGE.NATIVE MATERIAL IS SUBJECT TO APPROVAL BY THE ENGINEER AND MAY
] OUTLET BE SUBJECT TO PERMIT CONDITIONS.
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DOWELS MAY BE PUSHED INTO GREEN CONCRETE
HIGH FLOW) AFTER SLAB HAS BEEN FLOATED.
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