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GENERAL NOTES:
60" PIPE
1. FOR REINFORCED SANDBAG HEADWALLS, SEE SANDBAG HEADWALLS PROVISION.
2. REINFORCED SANDBAG HEADWALLS ARE BASED ON A TRAFFIC SURCHARGE OF 250 LB/SF OR LESS AND A BACK
LIMITS OF SLOPE OF 2:1(H:V) OR FLATTER.
GEOTEXTILE REINFORCING
3. REINFORCED SANDBAG HEADWALLS ARE BASED ON THE FOLLOWING IN-SITU ASSUMED SOIL PARAMETERS:
UNIT WEIGHT,Y = 120 LB/CF
3 'l ittt AU btttk SR otk ettt , FRICTION ANGLE, ¢ = 30 DEGREES
I 50" GEOTEXTILE I COHESION, ¢ = O LB/SF
I VN MACHINE DIRECTION (MD) I
: —~— I : 4. DO NOT USE REINFORCED SANDBAG HEADWALLS IF ASSUMED SOIL PARAMETERS ARE NOT APPLICABLE.
— r' ________________________ T 7= : 5. DO NOT USE REINFORCED SANDBAG HEADWALLS WHEN VERY LOOSE OR SOFT SOIL OR MUCK IS BELOW SANDBAGS
- [ GEOTEXTILE CROSS-MACHINE [ OR PIPES.
I DIRECTION (CD) I
I - — I 6. DO NOT PLACE GEOTEXTILE REINFORCEMENT OR SANDBAGS UNTIL EXCAVATION DIMENSIONS AND FOUNDATION
: : MATERIAL ARE APPROVED.
I ! I
I I 7. 24" LONG #4 REINFORCING STEEL BARS MAY BE SUBSTITUTED FOR 8" LONG STEEL SPIKES.
Y L _ (J DRIVE #4 BAR THROUGH NO MORE THAN 5 SANDBAGS.
L (G
{:: 8. DO NOT SPLICE OR OVERLAP GEOTEXTILE REINFORCEMENT SO SEAMS ARE PARALLEL TO THE HEADWALL FACE.
= ),
RS N & 9. HEADWALL DIMENSIONS MAY BE ADJUSTED FOR ONE OR MORE PIPES AS SHOWN IN THE PLANS.
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(ft) (ft) (lb/ft) CONTRACT STANDARDS & DEVELOPMENT UNIT
STANDARDS AND SPECIAL DESIGN
< 4 6 5400 0ffice 919-707-6950 FAX 919-250-4119
4 TO 6 6 3400
6 TO 8 = H 4300 TOTAL MIN. AREA SANDBAG HEADWALLS = 233 S.F. DETAIL OF REINFORCED
8 TO 10 = H 5200
10 T0 12 —H 5200 SANDBAG HEADWALL
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