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VARIABLE LENGTH

CONCRETE OR RIP-RAP DITCH
SEE ROADWAY PLANS
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CONCRETE FLUME
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MODIFIED CONCRETE FLUME

OPTIONAL SEE RDY. PLANS

SEE PLANS FOR PLACEMENT

SEE PLANS G
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FLOW DIVERSION
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FLOW DIVERSION EXAMPLES

- CONSTRUCT MODIFIED CONCRETE FLUME AND SHOULDER BERM GUTTER IN ACCORDANCE WITH THIS DETAIL.
- CONSTRUCT CONCRETE DITCH IN ACCORDANCE WITH STD. DWG. NO. 850.01.
- CONSTRUCT RIP RAP LINED DITCH IN ACCORDANCE WITH THIS DETAIL,

TERMINATE AS SHOWN ON THE PLANS.
BY STD. DWG. 876.02 FOR AN 18" PIPE.

IF CALLED FOR IN PLANS.
- CONCRETE OR RIP RAP LINED DITCH SHALL BE THE TYPE AND LENGTH SPECIFIED BY THE ROADWAY PLANS.

THE DITCH SHALL

IF NO TERMINATION IS INDICATED PLACE RIP-RAP AT THE END OF THE DITCH AS INDICATED

- MODIFICATIONS SHALL BE AS DICTATED BY SITE CONDITIONS AND DIRECTED BY THE ENGINEER.
- MODIFIED CONCRETE FLUME OUTLET SHALL BE PLACED BETWEEN PROPOSED GUARDRAIL POSTS.

MODIFIED CONCRETE FLUME

TRANSITIONS FROM THE DITCH TO TERMINATION SHALL BE AS DIRECTED BY THE ENGINEER.
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RIP-RAP LINED DITCH
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