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THREADED INSERT DETAIL

4
''

BY CONTRACTOR.

…".  SIZE TO BE DETERMINED

EXTERIOR UNIT AND RECESSED

CAST IN OUTSIDE FACE OF

PERMITTED THREADED INSERT

THE PRICE BID FOR THE PRECAST UNITS.

THE COST OF THE PERMITTED THREADED INSERTS SHALL BE INCLUDED IN

IMMEDIATELY FOLLOWING REMOVAL OF THE FALSEWORK.

THE PERMITTED THREADED INSERTS SHALL BE GROUTED BY THE CONTRACTOR

STAINLESS STEEL THREADED INSERTS MAY BE USED AS AN ALTERNATE.

IN ACCORDANCE WITH SECTION 1076 OF THE STANDARD SPECIFICATIONS.

SIZED BY THE CONTRACTOR, SPACED AT 4'-0" CENTERS AND GALVANIZED

THE PERMITTED THREADED INSERTS IN THE EXTERIOR UNITS SHALL BE

CONTRACTOR TO ATTACH FALSEWORK AND FORMWORK DURING CONSTRUCTION.

THE PERMITTED THREADED INSERTS ARE DETAILED AS AN OPTION FOR THE

THREADED INSERT NOTES
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