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GENERAL NOTES:

1. THE PROPOSED UTILITY CONSTRUCTION
SHALL MEET THE APPLICABLE REQUIREMENTS
OF THE NC DEPARTMENT OF
TRANSPORTATION'S "STANDARD
SPECIFICATIONS FOR ROADS AND
STRUCTURES" DATED JANUARY 2012.

2. THE EXISTING UTILITIES BELONG TO
TOWN OF ROBBINSVILLE .

3. ALL WATER LINES TO BE INSTALLED
WITHIN COMPLIANCE OF THE RULES AND
REGULATIONS OF THE NORTH CAROLINA
DEPARTMENT OF ENVIRONMENTAL QUALITY,
DIVISION OF WATER RESOURCES,

PUBLIC WATER SUPPLY SECTION. ALL SEWER
LINES TO BE INSTALLED WITHIN COMPLIANCE
OF THE RULES AND REGULATIONS OF THE
NORTH CAROLINA DEPARTMENT OF
ENVIRONMENT QUALITY, DIVISION OF WATER
RESOURCES, WATER QUALITY SECTION.
PERFORM ALL WORK IN ACCORDANCE WITH THE
APPLICABLE PLUMBING CODES.

4. THE UTILITY OWNER OWNS THE EXISTING
UTILITY FACILITIES AND WILL OWN THE NEW
UTILITY FACILITIES AFTER ACCEPTANCE BY
THE DEPARTMENT. THE DEPARTMENT OWNS THE
CONSTRUCTION CONTRACT AND HAS
ADMINISTRATIVE AUTHORITY.
COMMUNICATIONS AND DECISIONS BETWEEN
THE CONTRACTOR AND UTILITY OWNER ARE
NOT BINDING UPON THE DEPARTMENT OR THIS
CONTRACT UNLESS AUTHORIZED BY THE
ENGINEER. AGREEMENTS BETWEEN THE
UTILITY OWNER AND CONTRACTOR FOR THE
WORK THAT IS NOT PART OF THIS CONTRACT
OR IS SECONDARY TO THIS CONTRACT ARE
ALLOWED, BUT ARE NOT BINDING UPON THE
DEPARTMENT.

5. PROVIDE ACCESS FOR THE DEPARTMENT
PERSONNEL AND THE OWNER'S
REPRESENTATIVES TO ALL PHASES OF
CONSTRUCTION. NOTIFY DEPARTMENT
PERSONNEL AND THE UTILITY OWNER TWO
WEEKS PRIOR TO COMMENCEMENT OF ANY WORK
AND ONE WEEK PRIOR TO SERVICE
INTERRUPTION. KEEP UTILITY OWNERS'
REPRESENTATIVES INFORMED OF WORK
PROGRESS AND PROVIDE OPPORTUNITY FOR
INSPECTION OF CONSTRUCTION AND TESTING.

UTILITY CONSTRUCTION

6. THE PLANS DEPICT THE BEST AVAILABLE
INFORMATION FOR THE LOCATION, SIZE, AND
TYPE OF MATERIAL FOR ALL EXISTING
UTILITIES. MAKE INVESTIGATIONS FOR
DETERMINING THE EXACT LOCATION, SIZE,
AND TYPE MATERIAL OF THE EXISTING
FACILITIES AS NECESSARY FOR THE
CONSTRUCTION OF THE PROPOSED UTILITIES
AND FOR AVOIDING DAMAGE TO EXISTING
FACILITIES. REPAIR ANY DAMAGE INCURRED
TO EXISTING FACILITIES TO THE ORIGINAL
OR BETTER CONDITION AT NO ADDITIONAL
COST TO THE DEPARTMENT.

7. MAKE FINAL CONNECTIONS OF THE NEW
WORK TO THE EXISTING SYSTEM WHERE
INDICATED ON THE PLANS, AS REQUIRED TO
FIT THE ACTUAL CONDITIONS, OR AS
DIRECTED.

8. MAKE CONNECTIONS BETWEEN EXISTING
AND PROPOSED UTILITIES AT TIMES MOST
CONVENIENT TO THE PUBLIC, WITHOUT
ENDANGERING THE UTILITY SERVICE, AND IN
ACCORDANCE WITH THE UTILITY OWNER'S
REQUIREMENTS. MAKE CONNECTIONS ON
WEEKENDS, AT NIGHT, AND ON HOLIDAYS IF
NECESSARY.

9. ALL UTILITY MATERIALS SHALL BE
APPROVED PRIOR TO DELIVERY TO THE
PROJECT. SEE 1500-7, " SUBMITTALS AND
RECORDS" IN SECTION 1500 OF THE
STANDARD SPECIFICATIONS.

PROJECT SPECIFIC NOTES:

1. PROPOSED WATER LINE FOR TOWN OF

ROBBINSVILLE WATER LINES SHALL BE CLASS 350

DUCTILE IRON PIPE.

2. PROPOSED WATER LINE LINES INSTALLED IN
ENCASEMENTS AND ON CUT SLOPES SHALL BE

DIRJ (DUCTILE IRON RESTRAINED JOINT).

3. ALL CROSSINGS OF SEWER LINES AND WATER

SHALL MAINTAIN 18" MIN. CLEARANCE BETWEEN

WATER AND SEWER LINES, WITH THE SEWER LINE

BELOW THE WATER LINE.

4. ALL UTILITIES SHALL BE INSTALLED SO THAT 3

MIN. COVER IS MAINTAINED FROM FINAL GRADE.
5. ALL WATER METERS SHALL BE RELOCATED AS NOTED.
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ALL CONSTRUCTION OUTSIDE RIGHTS—OF—WAY SHALL TAKE PLACE WITHIN THE PERMANENT AND
TEMPORARY ACCESS EASEMENTS SHOWN.

CONTRACTOR SHALL REPAIR ALL DISTURBED AREAS TO EQUAL OR BETTER CONDITION THAN THE
ORIGINAL SITE, OR AS NOTED.

LOCATIONS OF EXISTING UTILITIES AS SHOWN ARE APPROXIMATE ONLY. EXACT LOCATIONS ARE TO
BE VERIFIED IN THE FIELD BY THE CONTRACTOR. AT LEAST THREE DAYS PRIOR TO CONSTRUCTION,
CONTRACTOR MUST NOTIFY EXISTING UTILITY OWNERS. CALL 811 BEFORE YOU DIG.

ALL WORK NEAR AND AROUND WATERWAYS MUST CONFORM TO THE RULES OF THE STATE OF
NORTH CAROLINA.

CONTRACTOR MUST PROVIDE EROSION CONTROL DEVICES TO CONTROL RUNOFF FROM THE
CONSTRUCTION SITE. CONTRACTOR WILL BE RESPONSIBLE FOR ANY FINES THAT MAY BE LEVIED DUE
TO POLLUTION CREATED DURING CONSTRUCTION.

CONTRACTOR SHALL FOLLOW ALL FEDERAL, STATE AND LOCAL HEALTH AND SAFETY REGULATIONS
PERTAINING TO CONSTRUCTION OPERATIONS.

WATER LINES SHALL HAVE 3'-0" MINIMUM COVER UNLESS OTHERWISE SHOWN ON THE DRAWINGS.

WATER AND SEWER LINES SHALL HAVE A MINIMUM 10° HORIZONTAL SEPARATION OR A MINIMUM 18"
VERTICAL SEPARATION WITH THE WATER OVER SEWER, OR BOTH WATER AND SEWER LINES SHALL BE
DUCTILE IRON PIPE 10" EITHER SIDE OF THE CROSSING.

WATER AND STORM SEWER LINES SHALL HAVE A MINIMUM 18" SEPARATION EXCEPT UNDER NCDOT
STORM DRAINS WHICH SHALL HAVE 24" VERTICAL SEPARATION. IF SEPARATION IS NOT OBTAINABLE,
DUCTILE IRON PIPE SHALL BE USED FOR THE WATER LINE OR A SUPPORTING MATERIAL SUCH AS
FLOWABLE FILL SHALL BE INSTALLED BETWEEN THE PIPES.

SEE PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION.
LEGAL DESCRIPTIONS FOR PROPOSED EASEMENTS BY OTHERS.

CONTRACTOR SHALL NOTIFY THE PROPER LOCAL AUTHORITIES 24 HOURS PRIOR TO ANY ROAD BEING
CLOSED FOR CONSTRUCTION, INCLUDING BUT NOT LIMITED TO LOCAL NEWSPAPER, RADIO STATION,
FIRE DEPARTMENT, COUNTY SHERIFF'S DEPARTMENT, AMBULANCE, AND COUNTY EMERGENCY AGENCY.
ALL TRAFFIC CONTROL SHALL CONFORM TO THE REQUIREMENTS OF THE NORTH CAROLINA
DEPARTMENT OF TRANSPORTATION.

CONTRACTOR SHALL NOTIFY THE ENGINEER AFTER EXISTING BURIED UTILITIES HAVE BEEN LOCATED
AND 24 HOURS PRIOR TO CONSTRUCTION.

ALL FENCE DAMAGED DURING CONSTRUCTION SHALL BE REPLACED WITH LIKE MATERIALS IN A
WORKMANLIKE MANNER AND IN ACCORDANCE WITH STANDARD FENCE CONSTRUCTION PRACTICES AT
THE CONTRACTOR'’S EXPENSE.

CONTRACTOR SHALL FIELD LOCATE ALL BURIED TELEPHONE LINE IN CONFLICT WITH THE PROPOSED
WATER LINE. WHERE NECESSARY, EXISTING BURIED TELEPHONE LINE SHALL BE TEMPORARILY MOVED
DURING CONSTRUCTION OF THE PROPOSED WATER LINE AND RE—LAID AT NO ADDITIONAL COST TO
THE OWNER.

CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO EXISTING ROADS DURING CONSTRUCTION
AND SHALL REPAIR ROADS PER REQUIREMENTS OF THE NORTH CAROLINA DEPARTMENT OF
TRANSPORTATION. NO OPEN CUTS OF EXISTING ROADS SHALL BE ALLOWED EXCEPT WHERE
INDICATED ON THE DRAWINGS OR WHERE SPECIFIC PERMISSION IS GRANTED BY THE NORTH
CAROLINA DEPARTMENT OF TRANSPORTATION. SAND OR A SIMILAR MATERIAL APPROVED BY THE
NORTH CAROLINA DEPARTMENT OF TRANSPORTATION SHALL BE PLACED ON THE ROAD TO AID IN
THE CLEAN UP AFTER CONSTRUCTION. A MINIMUM OF 2” OF SAND SHALL BE PLACED ON THE ROAD
PRIOR TO STOCKPILING SPOIL MATERIAL ON THE ROAD SURFACE TO FACILITATE CLEANUP.
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