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Palmer St Draina

PROP.CONC.ENDWALL STD.838.0!
PORTIONS OF EXISTING O

CONCRETE ‘ROCK CHANNEL WILL —

BE_REMOVED TO ALLOW FOR

INSTALLATION OF ENDWALL.JOINT

BETWEEN ENDWALL AND

EXISTING CONCRETE ROCK

CHANNEL TO HAVE A UNIFORM

WORKMANSHIP AND APPERANCE.

THIS CONNECTION TO BE '®)
INCLUDED WITH PRICE OF ®)

NAD 83 RA. 20
" o \ ENDWALL
—

XISTING
EONCRETE & ROCK
CHANNEL

INSTALL PEDESTRIAN HANDRAIL
= SEE DETAIL SHEET 3B

\
xQ
! >

PEDESTRIAN CROSSWALKS STD
1205.07

REMOVE EXISTING 12' CMP
SUFFECIENTLY TO INSTALL
CONCRETE PLUG STD 84071

REMOVE AND RESET CHURCH SIGN.

REMOVE AND RESET CHURCH SIGN.

REPAIR SIDEWALK AND REPLACE EXIST.
2’6" CONC.CURB_AND GUTTER UPON
COMPLETION OF DRAINAGE STRUCTURE
AND PIPELINE INST ALLAT ION

STD.846.0/

CONSTRUCTION LIMITS

NEW WHEEL GHAIR WITH
R%PS STD

=NOTE: NCDOT TO PROVIDE DETOUR
SIGNAGE AND INSTALLATION FOR
FOR INSTALLATION OF CROSS PIPES.
GRADE DITCH TO DRAIN_TO
PROPOSED INVERT ELEVATIONS.

FEILD ADJUST DITCH AND INVERTS
AS NEEDED

CONSTRUCTION LIMITS

' 0’ 50’ 100’ 1507

PROJECT REFERENCE NO.

SHEET NO.

44780

]

=~NOTE:USE STD.654.0/ FOR
PAVEMENT REPAIRS UPON
INSTALLING AND REMOVING
CROSSLINE PIPES AND STD.848.0!
FOR REPLACING SIDEWALK WHERE
DAMAGED BY DRAINAGE STRUCTURE
AND PIPELINE INSTALLATION

\CONSTRUCT/ON LIMITS

REPLACE EXIST.2'6' CONC.CURB AND
GUTTER UPON COMPLETION OF DRAINAGE
STRUCTURE AND PIPELINE INSTALLATION
STD.846.0/

REPLACE EXISTING 36 LF 24"CMP
WITH 36 LF 36"RCP CLASS

PROP.CLASS B RIPRAP EST.5 TONS
W/3 SY.FF

REPLACE EXISTING 62 LF 18'CMP

62 LF 18"RCP CLASS WV

REMOVE AND RESET SIGNS
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