6/2/99

NC 294\dgn\DN@B530 PAVED SHOULDERS TYPICAL PAVEMENT SECTIONS.dgn

ed Shoulders on

100

ee\DNP@530 Pav

her:
il

PROJECT REFERENCE NO. SHEET NO.

WBS*: 38068.3.2 2A

ROADWAY DESIGN
ENGINEER

PAVEMENT SCHEDULE

(FINAL PAVEMENT DESIGN)

PROP. APPROX. 2" ASPHALT CONCRETE PROP.APPROX. 4" ASPHALT CONCRETE
( : 1 SURFACE COURSE, TYPE S9.5B AT AN E 1 BASE COURSE TYPE B25.0B AT AN
AVGERAGE RATE OF 224 Ibs/sy. AVERAGE RATE OF 456 LBS. PER SQ. YD.
U EXISTING ASPHALT T SHOULDER RECONSTRUCTION

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE
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TYPICAL SECTION NO. 1 TYPICAL SECTION NO. 2
-L- Sta 16+50 TO Sta 25+00

-L- Sta 10+00 TO Sta 16+50
-L- Sta 25+00 TO Sta 56+00
—L- Sta 59+00 TO Sta 102 +00

NOTE: STA 56+00 TO 59+00
GOES THRU EXISTING BRIDGE
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