
CONSTRUCTION LIMITS

OUTLETS DURING CONSTRUCTION
ALL STORM DRAIN INLETS AND 

NOTE:  CONTRACTOR TO PROTECT 

NC GRID

NAD 83/2001

GRAPHIC SCALE

0’ 50’ 100’ 150’50’

GRAPHIC SCALE

0’ 50’ 100’ 150’50’

TO ACCOMADATE NEW CURB RAMPS 
REMOVED AND REPLACED AS NEEDED 
NEW CURB RAMPS. SIDEWALK TO BE 
TO FACILITATE INSTALLATION OF THE 

EXISTING CONCRETE AND ASPHALT 
NOTE:  CONTRACTOR TO REMOVE ALL 

SHEET NO.PROJECT REFERENCE NO.

ROADWAY DESIGN
ENGINEER

10WBS#: 44910.3.5

6
/
2
/
9
9

12
-
S

E
P
-
2
0
16
 
10
:2

9
S
:\

D
i
s
t
3
\

D
N
0
0
5
3
7
 

T
A

P
 

A
D

A
 

C
u
r
b
 

R
a

m
p
s
\
d
g
n
\

D
N
0
0
5
3
7
 

D
I
S

T
R
I
C

T
 
3
 

T
A

P
 

A
D

A
 

R
A

M
P

S
 

m
a
p
 
7
 
 
p
a
g
e
 
1
0
.d

g
n

a
r
b
r
o

w
n
4
 
 
 

A
T
 

D
1
4

C
A

D
2
7
2
1
6
6

C
R

MAP 7

C
R

1205.07

CROSSWALK STD 

PEDESTRIAN 

CURB RAMP STD 848.06

CURB RAMP STD 848.06


	DN00537 DISTRICT 3 TAP ADA RAMPS map 7  page 10

