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PROJECT REFERENCE NO. SHEET NO.

44910.3.5 C

6" x 12* CONCRETE CURB

PAY LIMITS FOR 1 CURB RAMP

DETECTABLE WARNING
SURFACE SEE STANDARD #848.05

iy
5 MIN . Ny v e o o o w
8.33% (12:1) MAX RAMP SLOPE

CROSS SLOPE: 2.00%

CURB RAMPS REQUIRE A (4-0”) MINIMUM LANDING

WITH A MAXIMUM CROSS SLOPE AND LONGITUDINAL SLOPE
OF 2.00% WHERE PEDESTRIANS PERFORM TURNING MANEUVERS.
SLOPE TO DRAIN TO CURB.

SIDEWALK WIDTH
5'MIN

GO

6” CONCRETE CURB

SIDEWALK AREA

SIDEWALK WIDTH
5’ MIN.

SIDEWALK WIDITH
5°'MIN

6" x 12° CONCRETE CURB

SIDEWALK WIDTH
5'MIN
DEPRESSED
CONCRETE CURB

2°-6” CURB & GUTIER

DETECTABLE WARNING
SURFACE SEE STANDARD 843.05

6" CONCRETE CURB

DEPRESSED
CONCRETE CURB FLUSH
WITH ROAD SURFACE

DETECTABLE WARNING
SURFACE (SEE RSD 848.05)

£X @
MIN LANDING
BEHIND BACK OF CURB | oo Esar

CONTRACT STANDARDS

AND DEVELOPMENT UNIT
Office 919-707-6950 FAX 919-250-4119

CURB RAMPS
TYPE 2A Parallel Ramps

ORIGINAL BY: HOWERTOM pATE: _7/7/11
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