|_PROJ. REFERENCE NO. | SHEET NO. |
17BP.14.R.120 | TMP-3

PHASE I DETAIL PHASE II DETAIL

USE RDWY STD DRAWING NO. 1101.02,
SHEET 1 OF 15 DURING THE FULL
DEPTH REMOVAL & REPLACEMENT

OF EXISTING COX RD OPERATION
FROM STA. 10+97 TO STA. 12+54.
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48"X30" SET PORTABLE CONCRETE BARRIER ON

EXISTING CHARLEY'S KNOB ROAD IN
FRONT OF THE TEMPORARY SHORING
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TYPE III BARRICADE

SET PORTABLE CONCRETE BARRIER ON
EXISTING CHARLEY'S KNOB ROAD IN
FRONT OF THE TEMPORARY SHORING

SET PORTABLE CONCRETE BARRIER
ON PROPOSED COX ROAD OVER
STAGE I OF THE PROPOSED CULVERT

TEMPORARY SHORING

INSTALL WORK ZONE ADVANCE WARNING SIGNS AS SHOWN ON INSTALL WORK ZONE ADVANCE WARNING SIGNS AS SHOWN ON
ROADWAY STANDARD DRAWING NO. 1101.01 AND GENERAL NOTE I ROADWAY STANDARD DRAWING NO. 1101.01 AND GENERAL NOTE I
THE LOCATION OF TEMPORARY SHORING IS APPROXIMATE, AND THE LOCATION OF TEMPORARY SHORING IS APPROXIMATE, AND
WILL BE FIELD ADJUSTED. WILL BE FIELD ADJUSTED.

DOCUMENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED

APPROVED:

PLAN PREPARED IN THE OFFICE OF:

rROGRESSIVE

DESIGN GROU~ INC.

ENGINEERS = CONSULTANTS

TRANSPORTATION
MANAGEMENT PLAN
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