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One Glenwood Avenue
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514/99

@ Gannett Fleming Raleigh, NC 27603

(919) 420-7660
Excellence Delivered As Promised NC Lic. No. F-0270
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GENERAL NOTES FOR FLAGGING OPERATIONS 11- IF VEHICLE QUEUES WILL REACH WITHIN 15' OF EITHER SIDE OF ACTIVE RAILROAD TRACKS, = 8
1- REFER TO RSD. 1101.11, SHEETS 1 & 4, FOR "L" DISTANCE AND SIGN SPACING. PROVIDE A UNIFORMED LAW ENFORCEMENT OFFICER OR FLAGGER TO PREVENT VEHICLES FROM < >_
STOPPING WITHIN THE GRADE CROSSING. PROVIDE OFFICER OR FLAGGER EVEN IF AUTOMATIC —

2- INSTALL LANE CLOSURES WITH THE TRAFFIC FLOW, BEGINNING WITH DEVICES ON THE WARNING MEASURES ALREADY EXIST. N : >
UPSTREAM SIDE OF TRAFFIC. < é
REMOVE LANE CLOSURES AGAINST THE TRAFFIC FLOW, BEGINNING WITH DEVICES ON THE > m
DOWNSTREAM SIDE OF TRAFFIC. GENERAL NOTES FOR PILOT CAR OPERATIONS < o !

1- USE PILOT CARS WHEN DIRECTED BY THE ENGINEER. 3 QA

4- PLACE CONES THRU THE WORK AREA AT THE MAXIMUM SPACING EQUAL IN FEET TO 2 TIMES 0 ﬂ.

THE POSTED SPEED LIMIT. 2- IF ROADWAY WIDTH IS LESS THAN 22 FEET (EOP TO EOP} CONES MAY NOT BE REQUIRED < E
ALONG WORK AREA, AND AT THE DISCRETION OF THE ENG ﬁEER, CONES MAY BE OMITTED ALONG

5- EXTEND LANE CLOSURES AT THE BUFFER SPACE SUCH THAT STOPPING SIGHT DISTANCE IS THE WORK AREA I# USING A PILOT CAR. Ea I‘J

-

PROVIDED TO THE FLAGGER (REFER TO RSD. 1101.11, SHEET 2).
3- CONES ARE ALWAYS REQUIRED IN THE UPSTREAM AND DOWNSTREAM TAPERS.

6- DO NOT STOP TRAFFIC IN ANY ONE DIRECTION FOR MORE THAN 5 MINUTES AT A TIME. ;
4- MOUNT SIGN G20-4 "PILOT CAR FOLLOW ME" AT A CONSPICUOUS POSITION ON THE REAR OF
7- DRUMS OR SKINNY DRUMS MAY BE USED IN LIEU OF CONES. REFER TO RSD. 1180.01 THE PILOT VEHICLE.

2 -LANE,

FOR SKINNY DRUM REQUIREMENTS.
5- DO NOT INSTALL MORE THAN ONE_(1) MILE OF LANE LEGEND
8- USE FLAGGERS TO CONTROL TRAFFIC AT INTERSECTIONS AFFECTED BY THE LANE CLOSURE. CLOSURE, MEASURED FROM THE BEGINNING OF THE MERGE
SUPPLEMENT FLAGGERS LOCATED AT INTERSECTIONS WITH FLAGGER AHEAD SIGNS (W20-7a) TAPER TO THE END OF THE LANE CLOSURE.
PLACED APPROXIMATELY 250 FT. IN_ADVANCE OF THE FLAGGER. FOR SIGNALIZED m—® FLAGGER
INTERSECTIONS PLACE SIGNALS IN THE FLASH MODE AND USE LAW ENFORCEMENT. 6- ADVISE RESIDENTS AND BUSINESSES WITHIN THE LANE
CLOSURE LIMITS ABOUT METHODS OF SAFE EGRESS AND A CONE
9- REFER TO THE CURRENT MUTCD FOR FLAGGER CONTROL, REQUIREMENTS, AND PROCEDURES. INGRESS FROM DRIVEWAYS DURING FLAGGING AND PILOT
CAR OPERATIONS. KI PORTABLE SIGN
10- DO NOT EXCEED A_1 MILE LANE CLOSURE LENGTH UNLESS OTHERWISE SHOWN IN THE TMP OR SHEET 1 OF 14
AS DIRECTED BY THE ENGINEER. <@m DIRECTION OF TRAFFIC FLOW 1101.02
|
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