
(program controller as shown)

down.  This will select Preempt #2.  

and toggle the controller to YES.  Next cursor

press 2.  Then press the right cursor arrow

Place cursor in [ ] next to Preempt Plan and

2. From PREEMPTOR/TSP/SCP Submenu select  1. PREEMPT PLAN 1-10

1. From Main Menu select  4. PREEMPTOR/TSP

VEH/PED 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6

OVERLAP A B C D E F G H I J K L M N O P

TRKCLR V . . . . . . . . . . . . . . . . 

TRKCLR O . . . . . . . . . . . . . . . . 

DWEL PED . . . . . . . . . . . . . . . . 

DWEL OLP . . F1. . . . . . . . . . . . . 

CYC PED  . . . . . . . . . . . . . . . . 

CYC OLP  . . . . . . . . . . . . . . . . 

EXIT CAL . . . . . . . . . . . . . . . . 

SP FUNC  . . . . . . . . . . . . . . . . 

ENA TRL  . . . . . . . . . . . . . . . . 

X TMG PLN...0lRE-SERV..  0lFLT TYPE.HARD 

FREE DUR PMTlR1  NOlR2  NOlR3  NOlR4  NO 

LINK PMT....0lX FLCOLR REDlEXIT OPT. OFF 

--TIMING-----WALKlPED CLlMN GRl YELl RED

-----------MIN GRlEXT GRlMX GRl YELl RED 

OTHER - PRI PMT.OFF  NON-PRI PMT.....OFF 

TRACK CLEAR     0l     0l    0l25.5l25.5 

-----------MIN DLlPMTEXTlMX TMl YELl RED 

INH EXT TIME... 0.0  PED PR RETURN...OFF

PRIORITY RETURN.OFF  QUEUE DELAY.... OFF

COND DELAY......OFF

PHASES     1   2   3   4   5   6   7   8

PR RTN%    0   0   0   0   0   0   0   0

PHASES     9  10  11  12  13  14  15  16

PR RTN%    0   0   0   0   0   0   0   0

PMT ACTIVE OUT..ON   PMT ACT DWELL...NO 

DWEL VEH . X . . X . . . . . . . . . . . 

EXIT PH  . X . . . X . . . . . . . . . . 

OVERIDE FL. .lDURATION   0lCLR-GRN... NO 

DWL/CYC-EXIT    *l   0.0l    0l25.5l25.5

DET LOCK... XlDELAY..    *lINHIBIT...  0 

PREEMPT PLAN [2]    ENABLE....YES

PED DARK.. NOlTC RESRV YESlDWELL FL  OFF 

CYC VEH  . . . . . . . . . . . . . . . .  

ENABLE... YESlPMT OVRIDE..lINTERLOCK. NO 

  the Division Traffic Engineer.

* Delay and Min Dwell to be determined by

TERM OLP.  NOlPC YEL   YESlTERM PH    NO
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CONTROLLER CABINET

PILOT LAMP

EXISTING PILOT LAMP

LOCATED IN FIRE HOUSE

AC-

 (PREEMPT 2 OUT)

LAMP NOTES

SEE LAMP NOTES

ON THIS SHEET

IMPORTANT!

T1-5 (on rear of PDA)

LOCATED IN FIRE HOUSE

normally

closed

F1

5 AMP

(NON-DELAY)

R1

1

2

3

4

5

6

7

8

9

10

11

12

TB9 

AC-

2K OHM

12 WATT

normally

closed

LOCATED IN SIGNAL CABINET

TB9-11 (on input panel)

AC-

   Resistor Installation Detail on sheet 1.

2. Make sure load resistors are in place as shown in the Load 

EXISTING PUSH BUTTON

   to be added).

2. Connect terminal TB9-12B (on input panel) to AC neutral (jumper may need 

   Refer to detail on sheet 1.

1. Make sure AC isolator inserted in Slot J14L is set for inverted input.

S7-Y (123)

AND INDICATOR LAMP WIRING DETAIL

EMERGENCY VEHICLE PREEMPTION PUSH BUTTON

(wire push button and lamp as shown below)

   remove, tape, and label wire.

1. If field terminal 123 has a conflict monitor wire attached,

3. Install a loadswitch in Output File Slot S7.
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