6/2/99

CONCRETE APRON PER NCDOT STD 848.03
(TYPICAL). MAINTAIN MIN. 4' SIDEWALK

WIDTH BEHIND APRON. SEE TYPICALSECTION
NO. 3 FOR DRIVEWAY PAVING DETAIL.
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DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

SINCE|

=4 Mattern & Craig

ENGINEERS ¢ SURVEYORS
FIRM LICENSE No. C-1154
12 BROAD STREET
ASHEVILLE, NORTH CAROLINA 28801
(828) 254-2201
FAX (828) 254-4562
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S CONTRACTOR TO LOCATE ALL UTILITIES NO. 3 FOR DRIVEWAY PAVING DETAIL. i” 5
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o PI Sta 17+99.8/ PI Sta 23+41.57
~ A = 956 264'(LT) A = 24 56' 186" (RT)
D = 648 298" D = 58 186"
=~ L = 14600 L = 47008’
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SAWCUT AND REMOVE EXISTING ASPHALT
ALONG THE OUTSIDE OF EXISTING WHITE
EDGELINE. INSTALL 2'-6" CONC. CURB AND
GUTTER TO EXISTING ROAD GRADE PER NCDOT
STD DETAIL 846.01. (TYPICAL)
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