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REVISIONS

PROJECT REFERENCE NO. SHEET NO.
EB—-5923 7
ROADWAY DESIGN HYDRAULICS
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DOCUMENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED

MATCHLINE -L- STA.34+00 SEE SHEET 6
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2 PROP 4" CONC SIDEWALK.CONSTRUCT TO %' ENGINEERS * SURVEYORS
BACK OF PROPOSED 2'-6" CONC. CURB & R e o S
GUTTER. SEE TYPICAL SECTION NO. 1 SHEET ASHEVILLE, NORTH CAROLINA 28801
DETAIL FOR TRANSITION AT END OF 2-6 2A-1. MAINTAIN MIN 4' SIDEWALK WIDTH. FAX ((882288))2222_'552221
CONCRETE CURB & GUTTER
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TERMINATE PROPOSED
8" WHITE PAINT SIDEWALK STA. 39+36 DO NOT DISTURB EXISTING U/G UTILITIES.
(2 COATS) SEE DETAIL 'A’ CONTRACTOR TO LOCATE ALL UTILITIES
PRIOR TO CONSTRUCTION.
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824119 22 BST SR 1432 (SKYLAND DRIVE)
PROP 6" CONC SIDEWALK.CONSTRUCT TO 5'
BACK OF PROPOSED 2' VALLEY GUTTER
846.01. SEE TYPICAL SECTION NO. 2 SHEET
2A-1. MAINTAIN MIN 4' SIDEWALK WIDTH.
SAWCUT AND REMOVE EXISTING ASPHALT |
PROPOSED CURB RAMP ALONG THE OUTSIDE OF EXISTING WHITE '77
AND DEPRESSED CURB. EDGELINE. INSTALL 2'-6" CONC. CURB AND
SEE DETAIL SHEET 2A-1. GUTTER TO EXISTING ROAD GRADE PER NCDOT Ry
STD DETAIL 846.01. (TYPICAL) E
iESFI)DCI)E?DERDEgéJ;DBgSIgﬂBP TERMINATE PROPOSED s
SEE SHEET 2A-1 ' SIDEWALK STA. 37+62 Q
: SEE DETAIL 'A’ N
PROP 6" CONC SIDEWALK.CONSTRUCT TO &' §

BACK OF PROPOSED 2' VALLEY GUTTER
846.01. SEE TYPICAL SECTION NO. 2 SHEET
2A-1. MAINTAIN MIN 4' SIDEWALK WIDTH.

-L- CURVE DATA

EB-5923\Hoadway\Pro J\EB-5923_rdy_Psh_0/.dgn

-5923 Sylve Sidewalk\U6
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Pl Sta 4/+10.10 Pl Sta 43+09.44

A = 10027 166" (RT) A = 545" 066" (RT)
D = 3 34 516" D = 52r 090

L = 29195 L = 10746

T = 14638 T = 5378

R = 160000 R = 107045

Pl Sta 44+57 .60

A = 738108 (RT)
D = 402 509

L = 18867

T = 9447

R = 141560

PROPOSED 4"
CONCRETE SIDEWALK
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