
SHEET NO.PROJECT REFERENCE NO.

ROADWAY DESIGN
ENGINEER ENGINEER

PAVEMENT DESIGN

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

9
:4

8
:4

3
 

A
M

I
:\

3
8
4
1
 
-
 

E
B
-
5
9
2
3
 

S
y
l
v
a
 

S
i
d
e

w
a
l
k
\
0
6
 
 

E
B
-
5
9
2
3
\

R
o
a
d

w
a
y
\

P
r
o
j
\

E
B
-
5
9
2
3
_
r
d
y
_
t
y
p
.d

g
n

b
g
r
o
s
s

6" ABCJ1

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE

PAVEMENT SCHEDULE

R1

S1 4" CONCRETE SIDEWALK

2'-6" CONC. CURB AND GUTTER

LANDING
4' MIN

SEE RDY STD DWG 848.05
DETECTABLE WARNING SURFACE

CONCRETE DEPRESSED CURB

8.33% MAX
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TYPICAL CURB TRANSITION DETAIL AT STREET

2A-2

EXISTING PAVEMENTU

EARTH MATERIALT

PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE 

S9.5C, AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. IN EACH 

OF TWO LAYERS.

C1

E1
PROP. APPROX. 4" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C,

AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD.

6" CONCRETE SIDEWALKS2

R2 2' CONC. VALLEY GUTTER

U

EXIST. ROADWAY

2'-0"5'
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0.02 FT/FT

D

D

D EXIST
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VARIES

FOR ACCEPTABLE SLOPES

STANDARD 848.03 

REFER TO NCDOT 
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TYPICAL SECTION NO.  3

DRIVEWAY DETAIL

DRIVEWAY
EXISTING

12"

J1

SEE NCDOT STANDARD 654.01 FOR PAVEMENT REPAIRS
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INSET 'A'

J1

EXIST. DRIVEWAY

0.02 FT/FT
MAX

2'-6"2'-6"
D

DD
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J1C1

D
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EXISTING ASPHALT DRIVES

SAWCUT AND TIE-IN TO

4'

9" 13"

C2

PROP. VARIABLE DEPTH ASPHALT CONCRETE SURFACE COURSE, 

C2

VARIES

FOR ACCEPTABLE SLOPES

STANDARD 848.03 

REFER TO NCDOT 

U

MUST BE ADA COMPLIANT:

ALL SIDEWALKS CROSSING DRIVEWAYS 

1. MINIMUM SIDEWALK WIDTH 4.0'

2. MAXIMUM SIDEWALK CROSS SLOPE 2.0%

3. MAXIMUM RUNNING SLOPE 8.33%

EB-5923

1" DEPTH TO BE PLACED IN LAYERS NOT TO EXCEED 1.5" IN DPETH.

TYPE S9.5C AT AN AVERAGE RATE OF 112 LBS. PER SQ. YARD PER 

THIS LINE
GRADE TO 

THIS LINE
GRADE TO 

TIE IN ALL SIDEWALKS TO NEAREST 

EXISTING APPURTENANCES

 

-L- STA. 33+00 TO 35+50
-L- STA. 36+00 TO 37+60
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