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SURVEYORS

FAX (828) 254-4562

(828) 254-2201

Mattern & Craig
                         ENGINEERS

12 BROAD STREET

ASHEVILLE, NORTH CAROLINA 28801

FIRM LICENSE No. C-1154

SINCE

1978

EB-5923

NATURAL GROUND

NATURAL GROUND

FLOW

2'(MAX.)

CROSS SECTION

CROSS SECTION

TRAPEZOIDAL DITCH

VEE DITCH

EDGE OF PAVEMENT

ISOMETRIC VIEW

PAVEMENT

SHLD.
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BACK
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2' UPSLOPE

MATTING

STAKE
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STAKE
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STAKE
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TOP VIEW
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12"(MIN.)

STAKE
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STAKE
DOWNSLOPE

MATTING

MATTING

See Inset C

INSET C

See Inset B

INSET B

STAPLES

VAR.

2'(MIN.)

2 IN.

See Inset A

INSET A

STAKES

PAM

PAM
(1 OZ.)

(1 OZ.)

POLYACRYLAMIDE (PAM) DETAIL
COIR FIBER WATTLE WITH

PAM AFTER EVERY RAINFALL EVENT THAT IS EQUAL TO OR EXCEEDS 0.50 IN.

WATER WILL FLOW AND 1 OUNCE OF PAM ON MATTING ON EACH SIDE OF WATTLE.  REAPPLY

INITIALLY APPLY 2 OUNCES OF ANIONIC OR NEUTRALLY CHARGED PAM OVER WATTLE WHERE

TO BE APPLIED TO EACH WATTLE.

LOCATION, AND FROM OFFSITE MATERIAL, AND ANALYZE FOR APPROPRIATE PAM FLOCCULANT

PRIOR TO POLYACRYLAMIDE (PAM) APPLICATION, OBTAIN A SOIL SAMPLE FROM PROJECT

INSTALL MATTING IN ACCORDANCE WITH SECTION 1631 OF THE STANDARD SPECIFICATIONS.

AND AT EACH END TO SECURE IT TO THE SOIL.

INSTALL STAPLES APPROXIMATELY EVERY 1 LINEAR FOOT ON BOTH SIDES OF WATTLE

U SHAPE NOT LESS THAN 12" IN LENGTH.

PROVIDE STAPLES MADE OF 0.125 IN. DIAMETER STEEL WIRE FORMED INTO A

TO WEDGE WATTLE TO BOTTOM OF DITCH.

INSTALL A MINIMUM OF 2 UPSLOPE STAKES AND 4 DOWNSLOPE STAKES AT AN ANGLE

WATTLE AND SCOUR DITCH SLOPES AND AS DIRECTED.

ONLY INSTALL WATTLE(S) TO A HEIGHT IN DITCH SO FLOW WILL NOT WASH AROUND

USE 2 FT. WOODEN STAKES WITH A 2 IN. BY 2 IN. NOMINAL CROSS SECTION.

USE MINIMUM 12 IN. DIAMETER COIR FIBER (COCONUT FIBER) WATTLE.

NOTES:

COIR FIBER WATTLE

FLOW

PAM
(2 OZ.)

PAM
(1 OZ.)

PAM
(1 OZ.)

 

 

 

FLOW

A A

   WIDTH

PLAN

SECTION A-A
SECTION B-B

B

B

2/3 CHANNEL

STRUCTURAL STONE

SEDIMENT CONTROL STONE

12"

MATTING

EXCELSIOR

MATTING

EXCELSIOR

CLASS B STONE

PAM

INSET A

See Inset A

  USE EXCELSIOR FOR MATTING MATERIAL AND ANCHOR

MATTING SECTION AT TOP AND BOTTOM WITH CLASS B STONE.

TO TOP OF MATTING SECTION AND AFTER EVERY RAINFALL

EVENT THAT EQUALS OR EXCEEDS 0.50 INCHES.

MATTING

EXCELSIOR
CLASS B STONE

NOT TO SCALE

EXCELSIOR MATTING AND POLYACRYLAMIDE (PAM)

TEMPORARY ROCK SILT CHECK TYPE 'A' WITH 

TO BE APPLIED TO EACH ROCK SILT CHECK.

MATERIAL, AND ANALYZE FOR APPROPRIATE PAM FLOCCULANT

A SOIL SAMPLE FROM PROJECT LOCATION, AND FROM OFFSITE

  PRIOR TO POLYACRYLAMIDE (PAM) APPLICATION, OBTAIN

  INITIALLY APPLY 4 OUNCES OF POLYACRYLAMIDE (PAM)

(4 OZ.)

H = 2' MIN

1' MIN

1' MIN

ACCORDANCE WITH ROADWAY STANDARD DRAWING NO. 1633.01.

  INSTALL TEMPORARY ROCK SILT CHECK TYPE A IN

NOTES:

  DIVISION OF HIGHWAYS
STATE OF NORTH CAROLINA

SITE DESCRIPTION

SOIL STABILIZATION TIMEFRAMES

STABILIZATION TIME

7 DAYS

TIMEFRAME EXCEPTIONS

PERIMETER DIKES, SWALES, DITCHES AND SLOPES

HIGH QUALITY WATER (HQW) ZONES 7 DAYS NONE

SLOPES STEEPER THAN 3:1 7 DAYS
IF SLOPES ARE 10' OR LESS IN LENGTH AND ARE

NOT STEEPER THAN 2:1, 14 DAYS ARE ALLOWED.

NONE

SLOPES 3:1  OR FLATTER 14 DAYS

14 DAYS

7 DAYS FOR SLOPES GREATER THAN 50' IN

LENGTH.

ALL OTHER AREAS WITH SLOPES FLATTER THAN 4:1 NONE, EXCEPT FOR PERIMETERS AND HQW ZONES.

     SEDIMENT FENCE SHALL BE REPAIRED AS NECESSARY TO MAINTAIN

   IMMEDIATELY TO MAINTAIN ALL PRACTICES AS DESIGNED.

   ONCE EVERY WEEK.  ANY NEEDED REPAIRS SHALL BE MADE
   RUNOFF-PRODUCING RAINFALL BUT IN NO CASE LESS THAN

   CHECKED FOR STABILITY AND OPERATION FOLLOWING EVERY

1. ALL EROSION AND SEDIMENT CONTROL PRACTICES SHALL BE

   BARRIER.

2. SEDIMENT SHALL BE REMOVED FROM BEHIND THE SILT FENCE

  ENGINEER.
  DEVICES MAY NEED TO BE INSTALLED AS DIRECTED BY THE
  APPROVAL BY ENGINEER.  ADDITIONAL EROSION CONTROL 
5:  ANY DEVIATION FROM OPTIONS GIVEN WILL REQUIRE PRIOR 

  PERMANENT VEGETATION ON DISTURBED AREAS.
  FINAL GRADING, STABILIZE AND INSTALL 
  ON OTHER AREAS UPON COMPLETION OF 
  AND GREATER THAN 3:1 SLOPES AND 14 DAYS 
4.  WITHIN 7 CALENDAR DAYS ON PERIMETER AREAS

EROSION CONTROL NOTES

3.

DEVICES, OR STRUCTURES SUFFICIENT TO RESTRAIN EROSION.
PROVIDED WITH TEMPORARY OR PERMANENT GROUND COVER,
OF ANY PHASE OF GRADING, BE PLANTED OR OTHERWISE
EXPOSED WILL, WITHIN 21 CALENDAR DAYS OF COMPLETION
DEVICES OR STRUCTURES.  IN ANY EVENT, SLOPES LEFT 
VEGETATIVE COVER OR OTHER ADEQUATE EROSION CONTROL 
GREATER THAN THE ANGLE THAT CAN BE RETAINED BY 
THE ANGLE FOR GRADED SLOPES AND FILLS SHALL BE NO 

LEVEL IIIA CERTIFICATION NO.

4289

LEVEL IIIA NAME

NICK WOODS
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