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STATE OF NORTH CAROLINA
DIVISION OF HIGHWATYS

PAVEMENT MARKING PLAN

MACON COUNTY

PROJECT REFERENCE NO. SHEET NO.

WBS: 2020CPT./4.05.056/ PM-I

LOCATION: DOWNTOWN HIGHLANDS ALONG US HWY 64 FROM INTERSECTION

WITH NC HWY 106 TO INTERSECTION

WITH PINE STREET

TYPE OF WORK: PAVING AND PAVEMENT MARKING
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2012 ROADWAY STANDARD DRAWINGS

The following Roadway Standards as appear in "Roadway Standard Drawings" -

STD. NO.

1205.01
1205.02
1205.04
1205.05
1205.07
1205.08
1205.13

INDEX

PM-I PAVEMENT MARKING PLAN TITLE SHEET

PM2-PMT PAVEMENT MARKING DETAILS

Highway Design Branch - N.C. Department of Transportation -
Raleigh, N.C., dated January 16, 2018 and the latest revision thereto
are applicable to this project and by reference hereby are considered
a part of these plans.

TITLE
Pavement Markings - Line Types and Offsets
Pavement Markings - Divided and Undivided Roadways
Pavement Markings - Intersections
Pavement Markings - Turn Lanes
Pavement Markings - Pedestrian Crosswalks
Pavement Markings - Symbols and Word Messages
Pavement Markings - New Interchanges and Intersections

PAVEMENT MARKING SCHEDULE
4" WHITE LINE EDGE- ET1

4" 3'-9' WHITE MIN SKIP- MS1
24" CROSSWALK LINE- CW1
24" WHITE STOP BAR- SB1
4" YELLOW CENTER LINE- CL1
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GENERAL NOTES

THE FOLLOWING GENERAL NOTES APPLY AT ALL TIMES FOR
THE DURATION OF THE CONSTRUCTION PROJECT EXCEPT
WHEN OTHERWISE NOTED IN THE PLAN OR AS DIRECTED BY
THE ENGINEER.

A) INSTALL PAVEMENT MARKINGS ON THE FINAL SURFACE
AS FO

ROAD NAME MARKING MARKER
us o4 THERMOPLASTIC/PAINT N/A

PLACE ONE () APPLICATION OF THERMOPLASTIC PAVEMENT MARKINGS ON THE FINAL WEARING SURFACE WHERE SPECIFIED,

B) TIE PROPOSED PAVEMENT MARKING LINES TO EXISTING PAVEMENT MARKING LINES
C) REMOVE/REPLACE ANY CONFLICTING/DAMAGED PAVEMENT MARKINGS AND MARKERS.

PLACE TWO (2) APPLICATIONS OF PAINT PAVEMENT MARKINGS ON THE FINAL WEARING SURFACE WHERE SPECIFIED.
PLACE THE SECOND APPLICATION OF PAINT UPON SUFFICIENT DRYING TIME OF THE FIRST

B) TIE PROPOSED PAVEMENT MARKING LINES TO EXISTING PAVEMENT MARKING LINES
C) REMOVE/REPLACE ANY CONFLICTING/DAMAGED PAVEMENT MARKINGS AND MARKERS.
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