
EXISTING CONC SIDEWALK

GRADE

MATCH

COMPACTED SOIL SUBGRADE

of adjacent pavement

pavers to match grade

GENERAL NOTES:

ELEVATION/  SECTION VIEW

CONC

LD1

OR SLEEVE;  16" O.C.

" DOWEL W/ EXP CAP2
1

Finished Grade

slope to drain

Galv. Masonry Ties

Min. 2'

4"

Rein.
Ladder Wire
w/ #2 CMU
8"x8"x16" CMU

(24" O.C.)
in Concrete Base
#4 Rebar Set

6"

8"
Min.

     Min. 6"
Compacted Subgrade

New Concrete Adjoining Old Concrete Walk

NEW CONCRETE

   DEPTH OF PAV'T2
1

BASE

AGGREGATE 

6" COMPACTED

MORTARLESS PAV'T SYSTEM

12" SQ. PAVER STONE- 

NTS

NTS

NTS

NTS

SW1

LD1

SW2

LD1

LD1

CD1

LD1

CONCRETE SIDEWALK - CONTROL JOINT

1/8"

3/8"

6" AGGREGATE BASE

COMPACTED SUBGRADE

REINFORCE AS REQUIRED

4" CONCRETE. PAVEMENT- 

NTS

COMPACTED SOIL SUBGRADE

3 1/8" THICK
CONCRETE  PAVERS,

BASE, 6" DEPTH
COMPACTED AGGREGATE 

(POLYMERIC SAND)
SAND SWEPT JOINT

(GRANITE SCREENINGS)
1" BEDDING SAND

LANDSCAPE AREA

Rest Area Bldg.
to Match Stone used for
Veneer Stone for Wall

CONCRETE PAVER DETAIL
CP

POINT

AREA COMES TO A 

CONCRETE OR PAVER

OF PAVER WHERE 

MIN. 9" OR FULL WIDTH

PLANS.

3/8" DEPTH; SCORE PATTERN PER

1/8" WIDE SAWCUT CONTROL JT;

dry stacked appearance)
Stone Veneer (mortar bed; 

Soil Backfill

FIRST BLOCK COURSE
EVERY 4' ALONG 
THROUGH WALL
OPEN JOINT WEEP 

WALL BASE
1/2" BELOW CONCRETE 
PAVEMENT AREA MIN. 

1/2"

(24" O.C.)
in Concrete Base
#4 Rebar Set

SITTING- RETAINING WALL

ORIGINAL STONE WALL CONSTRUCTION DETAILS (CIRCA 1995)

CMU STRUCTURE.
EXISTING WALL; PRESERVE WALL
REMOVE STONE FACIA FROM

ADHESIVE.
APPROVED CONSTRUCTION
WITH APPROVED MORTAR OR 
DRILL MASONRY AND APPLY
AND 16" ON CENTER;
EVERY OTHER COURSE
PLACE MASONRY TIES,

COPING. APPLY AS SPEC'D.
FACIA STONE AND PRECAST
WALL" DETAIL FOR SPECIFIED
SEE "SITTING-RETAINING 

AREAS OF THE WALL.
TO ALL EXPOSED VERTICAL 
FACIA STONE TO BE APPLIED

(every other course; placed 16" O.C.)

EXISTING STONE WALL(S)- REFACED

STONE.
AND APPLYING NEW STACKED
REMOVING EXTERIOR STONE
RETAINING WALLS SIMILAR IN 
EXISTING FREESTANDING AND

16" Coping Width Estimated.

(min. 1" overhang).
Premium Concrete Adhesive
Attached with Exterior, Heavy-duty, 
(Chamfered edges; Ash White);
2" Precast Concrete Coping

PRECAST CONCRETE COPING.
COPING AND APPLY 2" 
REMOVE EXISTING STONE 

DETAILS      

WALL & PAVEMENT

1"

CHANNEL 10' O.C.

PROVIDE 1"  DRAINAGE

PLACED EVERY 20')

CURB (EXP. JTS.

9" CONCRETE

  Joint
Tooled 

drain at/beyond end of wall.
within geotextile fabric; daylight
with 4" CPP trench drain enclosed
backside of wall (clean #57 stone)
Continuous gravel bed along

FABRIC LAYER
GEOTEXTILE 

INTEGRITY OF WALL
MAINTAIN STRUCTURAL
BLOCKS AS NEEDED TO 
REMORTAR & REPLACE CMU 

LD-1

10

PEDESTRIAN CURB DETAIL

1" ABOVE PAVERS (MIN. 6" DEPTH)
9" PEDESTRIAN CONCRETE CURB/BORDER

(PLACED EVERY 10')

WITH ADJOINING PAV'T

1"  DRAINAGE CHANNEL FLUSH 

AND EXPANSION JOINTS AS SHOWN ON PLANS.

3) STANDARD 4" THICK CONCRETE SIDEWALK; CONTROL 

SIZE AS SPECIFIED. 

CONCRETE BORDER. PAVERS TO BE A BLEND & COLOR AND 

2)  CONCRETE PAVER AREA AS SHOWN WITH 9" CAST IN PLACE

1)  SIDEWALK AS SPECIFIED BY SITE/HARDSCAPE PLANS.
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2018 Standard Specifications

AS SHOWN

51213.062

51213.061
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