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SCALE: NTS

BOULDER SIZE:

(2-3' TALL/WIDE)

SMALL; 1-3 TON 

(4' TALL/WIDE)

MEDIUM;  APPROX 5 TON 

(5' TALL/WIDE)

LARGE; 10 TON 

1/3 

SMALL & MED. BOULDERS - BURY 

LARGE  BOULDERS - BURY 1/2

APPROVAL.

COMPLETE; GET NCDOT ENG 

ROUGH FINAL GRADE (WITHIN 6"+/-) IS 

DO NOT PLACE BOULDERS UNTIL 

GROUND AND 2/3 TO 1/2 EXPOSED.

STONE TO BE BURIED 1/3 TO 1/2 IN 

NATURAL WEATHERED STONE 

OR DAMAGED.

EXPOSE SURFACE SHALL NOT BE MARRED

(LEVEL TO SLOPING)

VARIABLE GRADE

TYPICAL
BOULDER PLACEMENT DETAIL
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AND SPECIFICATION OF THE WATER FEATURE.

ARE INCLUSIVE TO THE COST, DESIGN, PLAN, 

THE CONSTRUCTION OF THE WATER FEATURE, 

ALL STONE/BOULDERS, ASSOCIATED WITH 

BOULDER KEY

BOULDER PLACEMENT PLAN

(TYP)

PEDESTRIAN CURB

(TYP)

SEATWALL

RETAINING WALL

COMPROMISE IT'S STRUCTURAL INTEGRITY
CLOSE TO THE RETAINING WALL AND 
DO NOT LET HEAVY EQUIPMENT GET TOO 

EXISTING BOULDER

STEPS

42"

24"

8' O.C.

NTS

4"

MIN. 2"

6 x 6 post

1 X 6 LATERAL RAIL

2 x 6 CAP BOARD

2 x 6 CAP BOARD

1 X 6 LATERAL RAIL

2 x 8 CAP BOARD

1 X 6 LATERAL RAIL

6 x 6 POST

6 x 6 POST

6 x 6 POST

WOOD-WIRE FENCE

1 x 6 VERICAL POST FACE BOARD

1 x 6 VERICAL POST FACE BOARD

SURROUNDING POST
6" COMPACTED CRUSH & RUN

EXTERIOR GRADE DECK SCREWS (PRE-DRILLED HOLES).

" 2
1ALL WOOD COMPONENTS ATTACHED TO POST WITH 3

FRONT ELEVATION

FRONT ELEVATION

SIDE ELEVATION

(3" SQ. OPENING- .250 CS LOCK CRIMP)
BLACK POWDER COVERED WIRE CLOTH

42"

24"

8' O.C.

4"

MIN. 2"

SURROUNDING POST
6" COMPACTED CRUSH & RUN

BACK ELEVATION

  (NO CROSS MEMBERS)
WIRE FENCE- WOOD POST

(3/4" CHAMFER TOP)
                  6 x 6 POST

(TOP MUST NOT BE TRIMMED)
COMMERCIAL GRADE STAPLES
WIRE CLOTH ATTACHED WITH 

BOULDER & FENCE DETAILS

SAMPLE WIRE CLOTH IMAGE

FENCE

WOOD-WIRE 

FENCE

WOOD-WIRE 

PATIO AREA
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OTHER SITE ITEMS

OVERALL DESIGN AND/OR TO AVERT 

ENGINEER APPROVAL, TO FACILITATE 

ADJUSTED IN THE FIELD, PER NCDOT 

BOULDER PLACEMENT MAY BE 

3' O.C.

SANDWICHED IN BETWEEN)
1 X 4 WOOD FRAME (WIRE
OVERLAPPING (2 SIDED)

HINGE (2)
POWDER COATED STRAP
COMMERCIAL GRADE BLACK

LOCKABLE LATCH
POWDER COATED LIFT AND SLIDE
COMMERCIAL GRADE BLACK

                   GATE
WIRE FENCE- WOOD POST

(3" SQ. OPENING- .250 CS LOCK CRIMP)
BLACK POWDER COATED WIRE CLOTH

(3" SQ. OPENING- .250 CS LOCK CRIMP)
BLACK POWDER COATED WIRE CLOTH

LD-4
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HAS BEEN CUT/TRIMMED.
SECTIONS OF WIRE CLOTH WHERE IT
PAINT TO TOUCH UP 'CUT' EXPOSED 
USE TO EXTERIOR GRADE BLACK 

RED CEDAR
RAILS/CAPS- ARCHITECT KNOTTY (AK) WESTERN 
POSTS - PRES. TREATED NO. 1 YELLOW PINE
SPECIFIED LUMBER GRADES:

COORDINATE BOULDER PLACEMENT

PRIMARY SITE PLANS TO 

CROSS REFERENCE TO THE  

INSTALLATION

AT THE SOURCE PRIOR TO 

INSPECT AND APPROVE BOULDERS 

LANDSCAPE ARCHITECT SHALL  
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