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DETAIL B

Ground

Natural

FROM -L- STA. 12+50 TO STA. 12+64 LT

Min. D= 1.0 Ft.
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   44 SY GEOTEXTILE
Type of Liner= 24 TONS CL B Rip-Rap

Min. d= 1.5 Ft.

Min. D= 2 Ft.

FROM -L- STA. 11+00 TO STA. 11+83 LT

FROM -L- STA. 12+91 TO STA. 13+21 LT

B= 2 Ft.

Max. d= 1.5 Ft.

Min. D= 2.3 Ft.

2:
12:1

D

( Not to Scale)

STANDARD BASE DITCH

B

d

DETAIL D

Ground

Natural

Ground

Natural

*When B is < 6.0'

DDE = 26 CY

   24 SY GEOTEXTILE
Type of Liner= 17 TONS CL I Rip-Rap

d
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SPECIAL CUT BASE DITCH
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DETAIL C

Ground

Natural

       25 SY GEOTEXTILE 
Type of Liner= 18 TONS CL I Rip-Rap

B= 2 Ft.

Max. d= 1.5 Ft.

Min. D= 2.3 Ft.

FROM -L- STA. 12+55 TO STA. 12+91 LT

( Not to Scale)

RIP RAP AT EMBANKMENT

FROM -L- STA. 13+21 TO STA. 13+30 LT

DETAIL E

           8 SY GEOTEXTILE
Type of Liner= 6 TONS,CL I Rip-Rap

10'min.

1.0'min.

B

B C

      ENGINEER.

      NEED TO BE INSTALLED AS DIRECTED BY THE

      ADDITIONAL EROSION CONTROL DEVICES MAY

      REQUIRE PRIOR APPROVAL BY ENGINEER.

NOTES:   ANY DEVIATION FROM OPTIONS GIVEN WILL

IN PROPOSED DITCH LINE

INSTALL 25 SY MATTING

IN PROPOSED DITCH LINE

INSTALL 60 SY MATTING

IN PROPOSED DITCH LINE

INSTALL 65 SY MATTING

IN PROPOSED DITCH LINE

INSTALL 60 SY MATTING

FROM -DW2- STA. 10+50 to 10+95 LT

FROM -DW1- STA. 10+50 to 11+00 LT

FROM -DW1- STA. 10+50 to 11+00 RT

     NOT ALLOWED IN OR ON STREAM BANKS.

NOTE:  EXCELSIOR OR OTHER MESH TYPE NETTING IS 

     NOT ALLOWED IN OR ON STREAM BANKS.

NOTE:  EXCELSIOR OR OTHER MESH TYPE NETTING IS 

NC FIRM LICENSE No: F-0493

OF RUNOFF IN ROADWAY OPEN TO TRAFFIC. 

TRAPS, TYPE-C AS DIRECTED TO AVOID IMPOUNDMENT 

DEVICES IN LIEU OF ROCK INLET SEDIMENT 

UTILIZE FABRIC INSERT INLET PROTECTION 
NOTE:

FROM -L- STA. 15+00 to 15+50 RT
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