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SECTION A-A 

NOTES: 

SANDBAGS (TYP.) 
OR STAPLES 

1. ACTUAL LOCATION DETERMINED IN FIELD

2. THE CONCRETE WASHOUT STRUCTURES SHALL BE
MAINTAINED WHEN THE LIQUID AND/OR SOLID REACHES
75% OF THE STRUCTURES CAPACITY.

3.CONCRETE WASHOUT STRUCTURE NEEDS TO BE
CLEARY MARKED WITH SIGNAGE NOTING DEVICE.

BELOW GRADE WASHOUT STRUCTURE 

10'-0" MIN. 

NOT TO SCALE 

SANDBAGS (TYP.) 
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SECTION 8-8 

NOTES: 

SANDBAGS (TYP.) 
OR STAPLES 
HIGH 
COHESIVE & 
LOW FILTRATION 
SOIL BERM 

1. ACTUAL LOCATION DETERMINED IN FIELD

2. THE CONCRETE WASHOUT STRUCTURES
SHALL BE MAINTAINED WHEN THE LIQUID
AND/OR SOLID REACHES 75% OF THE
STRUCTURES CAPACITY TO PROVIDE
ADEQUATE HOLDING CAPACITY WITH A
MINIMUM 12 INCHES OF FREEBOARD.

3.CONCRETE WASHOUT STRUCTURE NEEDS
TO BE CLEARY MARKED WITH SIGNAGE
NOTING DEVICE.

ABOVE GRADE WASHOUT STRUCTURE 
NOT TO SCALE 
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