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STATE ID# 16-16033-01A!
WBS ELEMENT 51213.011

FENCE-CONNECTION DETAIL
SCALE: NTS1

MATERIALS:

1)  POSTS - 6" NOMINAL DIAMETER.

2) RAILS - 4" NOMINAL DIAMETER

3)  BOLTS, NUTS, AND WASHERS, 
1/2" DIAMETER GALVANIZED

FENCE-POST AND RAIL
SCALE: NTS2

FLAG POLE DETAIL
SCALE: NTS3

ELEVATION VIEW

TOP VIEW

CUT-AWAY 
END VIEW

SCALE: 1/4" = 1'-0"4 STORAGE BUILDING-existing

EXIST. ROOF!
OVERHANG

SCALE: 1/4" = 1'-0"5 ELEVATION
SCALE: 1/4" = 1'-0"6 ELEVATION

NEW METAL ROOF TO!
MATCH REST AREA BLDG.

NEW GUTTER & DS!
TIE INTO EXISTING DRAINAGE

NEW LIGHT FIXTURE!
SEE E SHEETS

PAINT EXISTING BUILDING

NEW METAL FASCIA AND!
VENTED SOFFIT TO MATCH ROOF

NEW METAL ROOF TO!
MATCH REST AREA BLDG.

NEW GUTTER & DS!
TIE INTO EXISTING DRAINAGE

NEW LIGHT FIXTURE!
SEE E SHEETS

PAINT EXISTING BUILDING

HC CURB RAMP
SCALE: NOT TO SCALE8

VARIABLE SLOPES NOT TO EXCEED 12:1

DEPRESSED!
CURB

BACK OF!
SIDEWALK

TOP OF CURB

GUTTERLINE

STANDARD!
CURB

SIDEWALK!
ACCESS RAMP

LIP NOT TO!
EXCEED 1/2"

7
A6.3

DEPRESSED!
CURB

(1:12 SLOPE MAX.)
DEPRESSED CURB

STANDARD 2'-6" !
CURB & GUTTER

SIDEWALK ACCESS RAMP

SIDEWALK DETAIL
SCALE: NOT TO SCALE7

1/2" EXPANSION JT.

4"

ALUMINUM BALL WITH GOLD ANNODIZED 
FINISH, 6" MINIMUM DIAMETER

REVOLVING TRUCK

SINGLE OR DOUBLE FLAG SET-UP
AS SPECIFIED

BEADED ROLLER SLING WITH COUNTER 
WEIGHT; SWIVELING SNAPHOOKS - 

CHROME PLATED BRONZE WITH 
NEOPHRENE COVERS.

INTERNAL HALYARD WITH WENCH;
REMOVABLE HAND CRANK AND
FLUSH LOCKABLE ACCESS DOOR.

3' X 3' SQ CONC BASE

TAMPED WITH SCREENED 
DRY SAND

16 GA GALVANIZED
CORRUGATED SLEEVE

CLASS A CONCRETE MIX

STEEL CENTERING WEDGES

3/16 - 1/2" STEEL PLATE
3/4" DIAMETER LIGHTING ARRESTOR.  
SPIKE TO EXTEND 12" BELOW FOOTING

6"x 6" STEEL SUPPORT PLATE

WOOD WEDGES

WATERPROOF CEMENT

CAULKING COMPOUND

FLASH COLLAR

1'
-6
"

SCALE: NTS

DEFORM THREADS AFTER TIGHTENING

SPLIT RAIL

THOUROUGHLY TAMP BACKFILL
6" DIAMETER STONE

SPLIT RAILS

SPLIT RAILS
  TYP

AFTER ERECTION, DRILL, COUNTERSINK, 
AND THRU-BOLT EACH CONNECTION

SPLIT RAIL

SIDEWALK DETAIL
SCALE: NOT TO SCALE9

DETECTABLE!
WARNING DOMES

SEE ALSO STANDARD 
NCDOT DETAIL 848.05!
FOR ADDITIONAL 
REQUIREMENTS

1/2" EXP JT. BTWN!
DECK & SIDEWALK

6"

5'-0"6'-0" 6'-0"

22'-0"

7'-0"

2'
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"
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