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PLUMBING FIXTURE SCHEDULE "

MARK

DESCRIPTION

ALTERNATE MANUFACTURER/MODEL

ALTERNATE MANUFACTURER /MODEL

wcC1

WATER CLOSET (FLOOR MOUNT TOP SPUD)

AMERICAN STANDARD "MADERA FLOWISE” #3461.001, ELONGATED BOWL, 1.28 GPF,
VITREOUS CHINA, AND 1 1/2" TOP SPUD, ADA COMPLIANT. PROVIDE OPEN FRONT
SEAT, AND SENSOR W/ MANUAL OVERRIDE FLUSH VALVE EQUAL TO SLOAN
OPTIMA 111-1.28—ES—S (AC POWERED) FLUSH VALVE.

ZURN #7Z5665 FIXTURE. ZURN #ZEMS6000IS
FLUSH VALVE.

KOHLER HIGHCREST #K—4302 FIXTURE.
HYDROTEK HB8-128 VALVE.

wc2

WATER CLOSET (FLOOR MOUNT BACK SPUD)

AMERICAN STANDARD "PRIOLO FLOWISE” #3697.001, ELONGATED BOWL, 1.28 GPF,
VITREOUS CHINA, AND 1 1/2" BACK SPUD. ADA COMPLIANT. PROVIDE OPEN
FRONT SEAT, AND SENSOR" W/ MANUAL OVERRIDE FLUSH VALVE, EQUAL TO SLOAN

OPTIMA 140-1.28—ES—S (AC POWERED) FLUSH VALVE.

ZURN Z5647—-BWL FIXTURE,
ZURN #ZEMS6152AV—-HET, 1.28 GPF VALVE.

FIXTURE—NO 3RD CHOICE AVAILABLE.

HYDROTEK H-8CB-128, 1.28 GPF VALVE.

UR

URINAL

AMERICAN STANDARD "ALLBROOK” #6550.001, 1.0 GPF, VITREOUS

CHINA, 3/4” BACK SPUD, AND SENSOR W/ MANUAL OVERRIDE FLUSH VALVE
SLOAN #195—1.0—ES—S—TMO (AC POWERED). ADA COMPLIANT.

PROVIDE FIXTURE CARRIER ZURN Z-1222.

ZURN #5760 WITH ZURN ZEMS6195AV-0B
FLUSH VALVE. JAY R. SMITH #0637 CARRIER.

TOTO #UTI04EV WITH TOTO #TEU2LN1
FLUSH VALVE. JOSAM #17550 CARRIER.

L1

LAVATORY (ACCESSIBLE, WALL HUNG)

AMERICAN STANDARD "LUCERNE” # 0356.421 WHITE WITH CONCEALED ARM CARRIER AND DRAIN
ASSEMBLY (7723.018). ADA COMPLIANT. FURNISH WITH SLOAN OPTIMA EAF—275 SOLAR POWERED
FAUCET. SINK MODEL FOR SINGLE CENTER HOLE.

KOHLER GREENWICH #K-2032 WITH
HYDROTEK 7000SLE SOLAR SENSOR FAUCET.

ELJER MURRAY Il #051-0244 WITH
TOTO TEL3GS10 SOLAR SENSOR FAUCET.

L2

2— STATION LAVATORY (ACCESSIBLE)

SLOAN SLOANSTONE TWO STATION LAVATORY # ELS—72275-MSD, ADA COMPLIANT. VERIFY COLOR
W/ARCH. FURNISH WITH SLOAN OPTIMA EAF—275 SOLAR POWERED FAUCETS. PROVIDE BATTERY

POWERED SOAP DISPENSER ESD-350.

BRADLEY MODEL EXD—2N WITH

HYDROTEK 7000SLE SOLAR SENSOR FAUCETS.

WILLOUGHBY MODEL WAW-232—-DMF WITH

TOTO TEL3GS10 SOLAR SENSOR FAUCETS.

GENERAL NOTES — PLUMBING

1. PREPLAN ALL WORK PRIOR TO ORDERING, PURCHASING, OR
FABRICATING ANY PART OF THE WORK DESCRIBED BY THIS DRAWING.

2. IMMEDIATELY NOTIFY THE ENGINEER OF ANY CONFLICTS WITH EXISTING
FIELD CONDITIONS OR THE WORK OF OTHER TRADES.

3. RESOLVE ALL CONFLICTS PRIOR TO INCURRING ANY MATERIAL OR

LABOR EXPENSES.

4. COMPLY WMITH THE MANUFACTURER’S TECHNICAL INSTRUCTIONS WHEN

INSULATION.

INSTALLING PLUMBING FIXTURES, MATERIALS, AND DEVICES.

5. LOCATE FIXTURES AND EQUIPMENT GENERALLY AS SHOWN ON THE
PLANS; HOWEVER, COORDINATE LOCATIONS WITH ACTUAL FIELD
CONDITIONS TO PRESERVE ALL CODE—REQUIRED AND MANUFACTURER —

REQUESTED SERVICE CLEARANCES.

6. COORDINATE ROUTING OF ALL PIPING WITH BUILDING STRUCTURE AND
WITH THE WORK OF OTHER TRADES. OFFSET VENT PIPING AROUND
BEAMS AND JOISTS AS NECESSARY.

7. ALL HANDICAP FIXTURES AND INSTALLATION OF HANDICAP FIXTURES
SHALL CONFORM TO ADA REQUIREMENTS.

8. AT EXTERIOR WALL, INSTALL WATER PIPING ON HEATED SIDE OF WALL

9. PROVIDE WATER HAMMER ARRESTORS AT THE END OF EACH COLD
AND HOT WATER BRANCH RISER. SIZE ARRESTOR APPROPRIATELY.

10. PROVIDE CONCRETE RING FOR ALL EXTERIOR CLEAN—OQUTS.

gl-' &%KIEW SITE PLAN FOR UTILITIES AND ORIENTATION PRIOR TO START

12. G.C. TO PROVIDE ROOF PENETRATIONS.

13. PROVIDE HTHW AT 140 DEGREES (F) AND LTHW AT 110 DEGREES (F).

PROVIDE FOR AUTOMATIC SHUT—-OFF OF CIRC. PUMP
WHEN HOT WATER SYSTEM IS NOT IN USE AS

REQUIRED PER SECTION 504.6 OF THE ENERGY CODE.

NOTE:

GENERAL LAYOUT SHOWN.

ALL COMPONENTS NOT SHOWN.
PROVIDE PROPER CLEARANCES
FOR ALL SYSTEM PIPING.
PIPING SHOWN FOR CLARITY.
VERIFY PIPING CONFIGURATION,

COORDINATE W/SPACE CONSTRAINTS.

EWH

ELECTRIC WATER HEATER

A.O. SMITH MODEL #DEN-50, 50 GALLON, 4,500 W, 240 V, 1 PH, NON—SIMULTANEOUS

DUAL ELEMENT, 27 GPH RECOVERY AT 70 DEGREE TEMPERATURE RISE. 3/4" INLET/OUTLET.

PROVIDE DRAIN PAN, PRESSURE RELIEF VALVE. PROVIDE AO SMITH MODEL #PMC—5 EXPANSION TANK.

RHEEM/RUUD #ELD52.
AMTROL ST-5-C EXPANSION TANK.

BRADFORD WHITE #E250S3-3.
STATE ETC—2X EXPANSION TANK.

CP

CIRCULATING PUMP

BELL & GOSSET, SERIES NBF—22 IN-LINE CIRCULATOR PUMP, 1/12 HP, 115 VAC, FLA=0.8
1 Ph., 3/4” CONN., WITH A MAXIMUM OF 22 GPM AND 15’ TDH. PUMP TO BE ALL
BRONZE CONSTRUCTION, COORDINATE WITH ELEC. CONTRACTOR FOR POWER

FEED. PROVIDE DISCONNECT SWITCH.

TACO MODEL #110.

ARMSTRONG MODEL #S-25.

SYMBOL LEGEND - pLumBING
SYMBOL DESCRIPTION
WASTE PIPING (W)
———————————— VENT PIPING (V)
- - COLD WATER PIPING (CW)
-- -- HOT WATER PIPING (HW)
HWR - HOT WATER RETURN PIPING (HWR)
HTHW HIGH TEMPERATURE HW PIPING (HTHW) 140 DEG. F
LTHW LOW TEMPERATURE HW PIPING (LTHW) 110 DEG. F

CLEANOUT FINISH FLOOR

WALL/HORIZONTAL CLEANOUT

CLEANOUT FINISH GRADE —PROVIDE FLUSH
O | core CONCRETE COLLAR AND BRONZE COVER

DIELECTRIC UNION

SHUT-OFF VALVE

CHECK VALVE

BALANCING VALVE

WEEKS
TURNER

ARCHITECTURE

WEEKS TURNER ARCHITECTURE, PA

3305-109 Durham Drive
Raleigh, North Carolina 27603
919.779.9797 fax: 919.779.0826
www.weeksturner.com

DF

DRINKING FOUNTAIN (IN HIGH/LOW INSTALLATION)
ELKAY SWIRLFLO #EDFPB114C WALL—MOUNT BARRIER FREE FOUNTAIN. VERIFY MODEL/
COORDINATE WITH ARCH. FOR MOUNTING HEIGHTS (1—HIGH, 1—ADA HEIGHT/LOW; LEFT/RIGHT).

HALSEY-TAYLOR MODEL #OVL-II.

OASIS MODEL #F140R.

RPZ-1

1" REDUCED PRESSURE BACKFLOW PREVENTER

WATTS MODEL #009QT—1" REDUCED PRESSURE BACKFLOW PREVENTER, CAST IRON CONSTRUCTION.
PROVIDE AMERICAN BACKFLOW SPECIALTIES MODEL HB2 FIBERGLASS HOT BOX VALVE ENCLOSURE
WTH 90W HEAT TRACING. PROVIDE 3" POURED IN PLACE CONCRETE SLAB 2" (MIN.) LARGER

ON EACH SIDE THAN HOT BOX AND/OR AS REQUIRED BY MFR. VERIFY WITH AHJ SPECIFICATIONS.

ZURN #375-1" RPZ BACKFLOW PREVENTER.
WATTS WATTSBOX HOT BOX.

FEBCO #860—1" RPZ BACKFLOW PREVENTER.

HUBBELL EZ BOX HOTBOX.

RPZ-2

2" REDUCED PRESSURE BACKFLOW PREVENTER

WATTS MODEL #009QT—2" REDUCED PRESSURE BACKFLOW PREVENTER, CAST IRON CONSTRUCTION.
PROVIDE AMERICAN BACKFLOW SPECIALTIES MODEL HB2 FIBERGLASS HOT BOX VALVE ENCLOSURE
WITH 90W HEAT TRACING. PROVIDE 3" POURED IN PLACE CONCRETE SLAB 2" (MIN.) LARGER

ON EACH SIDE THAN HOT BOX AND/OR AS REQUIRED BY MFR. VERIFY WITH AHJ SPECIFICATIONS.

ZURN #375-2" RPZ BACKFLOW PREVENTER.
WATTS WATTSBOX HOT BOX.

FEBCO #860—2" RPZ BACKFLOW PREVENTER.

HUBBELL EZ BOX HOTBOX.

3_o" J DIMENSIONS SHOWN ARE APPROX.
CEILING
2 GALLON BLADDER
TYPE EXPANSION TANK.
SUPPORT FROM STRUCTURE
l_ zﬁfb’é"‘ RELIEF HW RETURN
PROVIDE ———>
WALL THERMOMETER. ‘
CORNER. N> 2 CW
™V [:.JJ_I_‘ LTHW STORAGE ROOM
| >t - 2 HTHW =~ WAL
CLOSETK
EWH T&P RELIEF VALVE, 109
N\ PIPE (INDIRECT) TO FDX. STORAGE
DRAIN
FDX
e | | FINISH
FLOOR

MTR

WATER METER
MUELLER HERSEY HORIZON 2" TURBINE METER. PROVIDE REMOTE READ COUNTER INSIDE MAIN BUILDING.
PROVIDE RAVEN PRODUCTS METER BOX-— VERIFY SIZE, VERIFY REQUIREMENTS WITH LOCAL AHJ.

PARK ENVIRONMENTAL EQUIP. 2" TURBINE.
PARK METER BOX.

NEPTUNE 2" TURBINE.
STAR PIPE PRODUCTS METER BOX.

FLOOR DRAIN
ZURN ZN-415 WITH DEEP SEAL P—TRAP, 5” X 5" TYPE "S” SQUARE STRAINER AND 3" CONNECTION,

VANDAL—PROOF TOP. PROVIDE MODEL WITH TRAP PRIMER CONNECTION ONLY FOR FLOOR DRAINS IN
AREAS NOTED ON SHEET P4.

JOSAM #30000-S.

JAY R. SMITH #2005-B.

FDX

FLOOR DRAIN W/EXTENSION FLANGE

ZURN MODEL Z415-I, 5" DRAIN, 2” CONNECTION. PROVIDE RAISED FLANGE W/NICKEL
BRONZE GRATE, CAST IRON BODY. PROVIDE TRAP PRIMER CONNECTION.

JOSAM #30000—-E1

WATTS FD—100-ER.

TPV

TRAP PRIMER VALVE
PPP INC. MODEL# PR—-500, 1/2" INLET, 1/2” OUTLET

JOSAM #88300.

WATTS #A200.

HB

HOSE BIBB
ZURN Z—-1330-C, 3/4" WALL HYDRANT WITH VANDAL RESISTANT VACUUM BREAKER.
ENCASED WITH KEY LOCK.

WATTS #HY-330.

JAY R. SMITH #5509QT.

FPHB

FREEZE-PROOF HOSEBIBB
ZURN Z-1320-C, 3/4” NON FREEZE WALL HYDRANT WITH VANDAL RESISTANT
VACUUM BREAKER. ENCASED WITH KEY LOCK.

JAY R. SMITH #5509QT.

WATTS HY-725.

™V

THERMOSTATIC MIXING VALVE
WATTS MMV—M1 MIXING VALVE WITH CHECKSTOPS. 3/4” INLETS. INSTALL IN
ACCESSIBLE LOCATION. SET OUTFLOW TO SPECIFIED TEMPERATURE (LTHW/110 DEG F.).

LEONARD TM SERIES.

TACO 5000 SERIES.

*OR APPROVED EQUAL

DRAIN PAN

NOTE:
WATER HEATERS, PIPING, AND PIPING APPURTENANCES
PROVIDED BY P.C. WATER HEATER SUPPORTS BY P.C.

i T

EWH DETAIL

SCALE: NOT TO SCALE

HOT BOXZ

CW BELOW GRADE
TO SUPPLY MAIN.

RPZ HOT BOX DETAIL (TYP)

CW BELOW GRADE
TO BUILDING/FIXTURES.

CONCRETE PAD

2 SCALE: NOT TO SCALE

TRANSITION IF REQUIRED FROM
RPZ ASSEMBLY / PVC TO COPPER AT RPZ
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CIRCULATION PUMP (CP)

WATER METER (MTR)

VENT THRU ROOF (VTR)

FREEZE PROOF, HOSE BIBB (FPHB/HB)

POINT OF NEW CONNECTION TO EXISTING

THERMOSTATIC MIXING VALVE (TMV)

LOAD SUMMARY - PLUMBING

WASTE WATER WATER
DEMAND DEMA)ND DEMA D
FU FU GPM
60.0 65.4

.

NOTE:

ALL MOUNTING HEIGHTS SHALL
MEET THE NCSBC, ADA STANDARD
AND/OR ARCH. SPECIFICATIONS.
VERIFY HIGH/LOW SIDE AND
MOUNTING WITH ARCH.

A 2" CW SERVICE IS EXISTING.

41" (VERIFY)
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WALL — >

GENERAL LAYOUT
SHOWN. MAY VARY
PER MFR/LOCATION.

BRONZE STRAINER

DF DETAIL

SCALE: NOT TO SCALE

INDIRECT DRAIN FROM
SPECIFIED EQUIPMENT

-—

MAINTAIN AIR GAP

e PER CODE

RAISED FLANGE

CONCRETE FLOOR SLABX ‘

4

\— CAST IRON BODY

PROVIDE TRAP

FDX DETAIL

SCALE: NOT TO SCALE

ENGINEER

SURIKE DESIGN GROUR, Pa

CONSULTING eNGINeers

Raleigh, North Carolina 27603

919.771.1916 fax: 919.779.0826

B 3305-109 Durham Diri
D - urham Drive
G

email: benburke@nc.rr.com
Corp. License # C-2652
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