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| ——MAKE CIRCUIT JOINT WITH
TWIST-ON CONNECTOR AND
CONNECT TO DEVICE WITH
SINGLE LEADS.

[N——1 #12 A WG SOLID COPPER GREEN
GREEN INSULATED JUMPER
TO BOX BONDING SCREW.

1 #12 A WG SOLID COPPER GREEN

INSULATED JUMPER TO DEVICE
GROUNDING SCREW.

RECEPTACLE GROUNDING DETAIL

1 NOT TO SCALE

ELECTRICAL NOTES

@ EQUIPMENT OF TRADES OTHER THAN ELECTRICAL.

(2 CONDUIT &WIRING BY HVAC PLUMBING CONTRACTOR, OR
OTHER TRADES

(® IF AN ADDITIONAL DISCONNECT IS REQUIRED BY NEC,IT
SHALL BE PROVIDED AND INSTALLED BY THE EQUIPMENT
CONTRACTOR.

(@ A COMBINATION STARTER OR VFD MAY BE USED IN LIEU
OF A SEPARATE DISCONNECT SWITCH AND STARTER.
LOCATE ADJACENT TO EQUIPMENT.

(5 FEEDER CIRCUIT WIRING AND CONDUIT IN ELECTRICAL
WORK. SEE PANELBOARD SCHEDULES FOR WIRE AND
BREAKER SIZES.

@JUNCTION BOX MAY BE SHOWN ON ELECTRICAL PLANS
FOR SOME EQUIPMENT IF NO STARTER OR DISCONNECT IS
SUPPLIED, A JUNCTION BOX SHALL BE INSTALLED
ADJACENT TO EQUIPMENT. THE ELECTRICAL
CONTRACTOR SHALL PROVIDE LINE SIDE WIRING TO THE
JUNCTION BOX. LOAD SIDE WIRING WILL BE PROVIDED BY
MECHANICAL CONTRACTOR OR OTHER TRADES.

(7) PROJECTS UTILIZING AN MCC. THE STARTER, CB, OR VFD IN
THE MCC ARE PROVIDED BY THE ELECTRICAL
CONTACTOR.

(®IN ALL CASES THE EQUIPMENT CONTRACTOR SHALL MAKE
FINAL CONNECTIONS, START UP, AND TEST EQUIPMENT.

@IF THE ROOF TOP EQUIPMENT IS NOT PROVIDED WITH
BUILT IN SWITCH, THE ELECTRICAL CONTRACTOR SHALL
PROVIDE A DISCONNECT SWITCH.

@IN A SINGLE PRIME CONTRACT, IT IS THE RESPONSIBITY OF THE

PRIME CONTACTOR TO COORDINATE BETWEEN THE ELECTRICAL
AND OTHERS TRADES.
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ELECTRICAL EQUIPMENT CONNECTION
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ELECTRICAL LEGEND

LINEAR FLUORESCENT LIGHT FIXTURE: LETTER DENOTES TYPE OF
LIGHT FIXTURE (REFER TO LIGHTING PLAN AND FIXTURE SCHEDULE).

2012 NC ENERGY CODE ELECTRICAL SUMMARY

ELECTRICAL SYSTEM AND EQUIPMENT

Method of Compliance:

Energy Code:  [X] Prescriptive [] Performance
ASHRAE 90.1:  [] Prescriptive [] Performance

Lighting schedule (each fixture type)

lamp type required in fixture

number of lamps in fixture

ballast type used in the fixture

number of ballasts in fixture

total wattage per fixture

total interior wattage specified vs allowed
(whole building or space by space)

total exterior wattage specified vs allowed

See Light
Fixture Schedule

1307 va/ 1374 va

Additional Prescriptive Compliance

[1 506.2.1 More Efficient Mechanical Equipment
[[] 506.2.2 Reduced Lighting Power Density
[[]506.2.3 Energy Recovery Ventilation Systems
X 506.2.4 Higher Efficiency Service Water Heating
[] 506.2.5 On-Site Supply of Renewable Energy
[] 506.2.6 Automatic Daylighting Control Systems

NO PIPING, DUCTS, OR EQUIPMENT
FOREIGN TO THE ELECTRICAL INSTALLATION
SHALL PENETRATE THIS ZONE.

L CEILI

SPACE CONTINUES THRU
SUSPENDED CEILING.

LAY=IN CEILING =— WALL

ELECTRICAL EQUIPMENT SPACE SHALL
BE NOT LESS THAN THE WIDTH AND
DEPTH OF THE EQUIPMENT.

25’ MINIMUM OR TO STRUC

DEDICATED ELECTRICAL
SPACE—-ABOVE AND BELOW

FLOOR

ELECTRICAL EQUIPMENT DEDICATED SPACE
PER ARTICLE 110.26.F.1 OF N.E.C.

DEDICATED SPACE

3 NOT TO SCALE

CABINET EXHAUST FAN

DUPLEX RECEPTACLE — 120V; MOUNT 18" TO CENTER AFF UNLESS
NOTED OTHERWISE; ‘WP’ INDICATES WEATHER PROOF, ‘GFI’ INDICATES
GROUND FAULT CURRENT INTERRUPT PROTECTED.

'GFPE’ INDICATES GROUND FAULT PROTECTION OF EQUIPMENT PER
NEC ARTICLE 427.22

QUADRAPLEX RECEPTACLE — 120V

LIGHT SWITCH

LIGHT SWITCH WITH INTEGRAL INFRARED MOTION SENSOR FOR
AUTOMATIC SHUT-OFF WITH UP TO 2 HOUR ADJUSTABLE DELAY.

MOTOR RATED SWITCH

JUNCTION BOX

TELE/DATA OUTLET — PROVIDE JUNCTION BOX AND CONDUIT WITH
PULL STRING ABOVE CEILING. PROVIDE WIRING BACK TO SERVICE ENTRY.

MTP MAIN TELEPHONE PANEL— PROVIDE 2'X2’ FIRE RESISTANT BACKBOARD.
”
——— PROVIDE (2) 2" CONDUITS TO TELEPHONE SERVICE RIGHT—OF—WAY.
SEE SITE PLAN FOR LOCATION.
TIME CLOCK
_ SINGLE—-POLE HOMERUN TO PANELBOARD
€«——— TWO—POLE OR 3—POLE HOMERUN TO PANELBOARD

/

6'—6"_MINIMUM

ELECTRICAL EQUIPMENT WORKING CLEARANCE 1

PER ARTICLE 110.26 OF N.E.C.

EMERGENCY LIGHT

EXIT LIGHT

COMBINATION EXIT/EMERGENCY LIGHT

BRANCH CIRCUIT WIRING

——=-  SWITCH LEG

GROUND CONNECTION

DISTRIBUTION PANELBOARD

DISCONNECTING MEANS AS REQUIRED BY CODE

EXTERIOR PHOTOCELL

STRUCTURAL CEILING

30" MINIMUM OR
WIDTH OF EQUIP.

~<—1— SUSPENDED CEILING

<— WALL

ELECTRICAL EQUIPMENT

> EVEN WITH FRONT EDGE
OF EQUIPMENT

DEDICATED ELECTRICAL
EQUIP. WORKING CLEARANCE

WALL

THIS FIGURE ILLUSTRATES THE WORKING
SPACE IN FRONT OF THE ELECTRICAL
EQUIPMENT REQUIRED BY SECTION 110.26
OF THE N.E.C.

WHERE THE CONDITIONS ARE AS FOLLOWS:

EXPOSED LIVE PARTS ON ONE SIDE OF THE WORKING
SPACE AND NO LIVE OR GROUNDED PARTS ON THE
OTHER SIDE OF THE WORKING SPACE, OR EXPOSED LIVE
PARTS ON BOTH SIDES OF THE WORKING SPACE THAT

WORKING CLEARANCES

ARE EFFECTIVELY GUARDED BY INSULATING MATERIALS.

MIN. CLEAR DISTANCE IN FEET 2 EXPOSED LIVE PARTS ON ONE SIDE OF THE WORKING

SPACE AND GROUNDED PARTS ON THE OTHER SIDE
3 OF THE WORKING SPACE. CONCRETE, BRICK OR TILE

VOLTAGE TO
GROUND NOMINAL [Sonomon: 1 2

0-150 3 3 3
151-600 3 3-1/2 4

WALLS SHALL BE CONSIDERED AS GROUNDED.
3 EXPOSED LIVE PARTS ON BOTH SIDES OF THE WORK

SPACE.

ELECTRICAL CLEARANCES

4 NOT TO SCALE
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