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SCALE 1/8" = 1'-0"S3
ELEVATED WALKWAY FRAMING PLAN

ALL FOOTINGS BASED ON

FOR MEETING THIS REQUIREMENT.
CONTRACTOR RESPONSIBLE
2000 PSF BEARING CAPACITY.

49'-0"

5 1/8"X12" 24F-V4 DF GLULAM BEAM

5 1/8"X12" 24F-V4 DF GLULAM BEAM

5 1/8"X12" 24F-V4 DF GLULAM BEAM

5 1/8"X12" 24F-V4 DF GLULAM BEAM
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8'-0"

5 1/8"X13 1/2" 24F-V4 DF 

GLULAM
 BEAM

5 1/8"X13 1/2" 24F-V4 DF 

GLULAM
 BEAM

19'-0"

NOTE:    ALL HARDWARE AND/OR FASTENERS THAT COME 
IN CONTACT WITH ANY TREATED LUMBER SHALL

OR APPROVED CORRISION RESISTANT.
BE HOT-DIPPED GALVANIZED, STAINLESS STEEL,

4 #5 REBAR EACH WAY

VERT. W/ #4 TIES
@ 9" CTRS.

CONCRETE PIER
W/ 4 #5 REBAR

PROVIDE 12"X12" 

BELOW GRADE
T.O.F. MIN. 2'-0

GRADE

6X6 TREATED POST

SIMPSON PB66 POST
BASE (HDG) 2 - 1/2" GALV. BOLTS

W/ WASHERS

3 1/2"X9 1/2" 24F-V4 DF GLULAM BEAM
@ 9'-0" CTRS. MAX.

SIMPSON MGU3.63, TYP.

TYP. FRAMING FOR DECKING

2X6 BRACE, W/ 6X6 BLOCKING BETWEEN BRACES

GRADE

TREATED 6X6 POST

TREATED GLULAM BEAM

POST CAP (HDG)
SIMPSON CCQ TYPE

FOR SIZE OF 
GLULAM BEAM

@ 90 DEGREE CORNERS
PROVIDE ECCLQ TYPE 5/8" HDG THRU BOLTS, TYP

PROVIDE BRACING AT ALL PAIRED PIERS

TYP. FRAMING FOR DECKING IS 
TREATED 2X10's @ 16" CTRS.
BETWEEN TREATED GLULAM
BEAMS @ 9'-0" MAX. CTRS.

ONLY ONE SECTION SHOWN
FOR CLARITY

W/ SIMPSON TRIPLE ZMAX LUS28 
HANGERS EACH END.
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REINFORCING

3'-0" x 3'-0"  X12" FOOTING 4 #5's EACH WAY

FOOTING SCHEDULE

ELEVATED WALKWAY
 PIER FOOTING
SCALE: 1" = 1'-0"S3

2

ELEVATED WALKWAY 
FRAMING SECTION
SCALE: 3/4" = 1'-0"S3
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