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FOR PILES, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS.
PILES AT END BENT 1 AND 2 ARE DESIGNED FOR A FACTORED RESISTANCE OF 140 TONS PER PILE.
DRIVE PILES AT END BENT 1 AND 2 TO A REQUIRED DRIVING RESISTANCE OF 235 TONS PER PILE.
INSTALL PILES AT END BENT 1 TO A TIP ELEVATION NO HIGHER THAN 1545FT. {7BP.14.R.87
STEEL H-PILE POINTS ARE REQUIRED FOR STEEL AT END BENTS 1 AND 2 FOR STEEL PILE POINTS PROJECT NO. LCRILLAALL
SEE SECTION 450 OF THE STANDARD SPECIFICATIONS. CHEROKEE
COUNTY
IT HAS BEEN ESTIMATED THAT A HAMMER WITH AN EQUIVALENT RATED ENERGY IN THE RANGE OF
+ 30,000 TO 50,000 FT-LBS PER BLOW WILL BE REQUIRED TO DRIVE PILES AT END BENTS 1 AND 2. 14+44.10 -| -
THIS ESTIMATED ENERGY RANGE DOES NOT RELEASE THE CONTRACTOR FROM PROVIDING DRIVING STATION: a
EQUIPMENT IN ACCORDANCE WITH SUBARTICLE 450-3(DX2) OF THE STANDARD SPECIFICATIONS.
SHEET 2 OF 4
TESTING THE FIRST PRODUCTION PILE WITH THE PDA DURING DRIVING IS REQUIRED. FOR PDA
TESTING, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS, AND FOR PILE DRIVING CRITERIA, DESICN-ENGENEER OF RECORD:
SEE PILE DRIVING CRITERIA PROVISION Middiarl Mills STATE OF NORTH CAROLINA
’ DATE: \_oirnvcosesos.  11/2/2017 DEPARTMENT OF TRANSPORTATION
IF NECESSARY, PREDRILL PILE LOCATIONS AT END BENT 1 TO ELEVATION 1545FT WITH EQUIPMENT : RALEIGH
THAT WILL RESULT IN A MAXIMUM PREDRILLING DIAMETER OF 14IN.FOR PREDRILLING FOR PILES,
SEE SECTION 450 OF THE STANDARD SPECIFICATIONS. \\ \ I )
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