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NOTES

FOR GABION RETAINING WALLS, SEE GABION RETAINING WALL PROVISION.
FOR GUARDRAIL, SEE ROADWAY PLANS AND SECTION 862 OF THE STANDARD SPECIFICATIONS.

IF THE BACK OF THE GABION IS LESS THAN 4 FEET AWAY FROM BACK OF PROPOSED GUARDRAIL,

8 FEET POSTS ON 3’-1/5”"SPACING SHALL BE USED.

BEFORE BEGINNING GABION RETAINING WALL DESIGN, SURVEY EXISTING GROUND ELEVATIONS SHOWN
ON THE WALL PROFILE VIEW (WALL ENVELOPE) AND SUBMIT A REVISED WALL ENVELOPE FOR REVIEW.

DO NOT START DESIGN UNTIL THIS ENVELOPE IS ACCEPTED.

DESIGN THE RETAINING WALL FOR A TRAFFIC IMPACT LOAD OF 300 LB/FT.
TEMPORARY SHORING IS REQUIRED IN ACCORDANCE WITH THE TEMPORARY SHORING PROVISIONS.

SEE TRAFFIC CONTROL PLANS.
THE MINIMUM EMBEDMENT FOR THE WALL IS 2 FEET BELOW THE PROPOSED OR EXISTING GROUND ELEVATIONS.
TRANSITION ENDS OF WALL BY SPILLING ADJACENT SLOPE SOILS AROCUND FACE OF WALL AS DIRECTED BY ENGINEER.

WHERE THE GABION RETAINING WALL INTERSECTS DRAINAGE PIPES, SUBMIT PENETRATION REINFORCEMENT

DETAILS FOR APPROVAL PRIOR TO ORDERING MATERIALS OR BEGINNING CONSTRUCTION. SEE DRAINAGE PLANS FOR

ADDITIONAL INFORMATION.

THE TOP OF WALL LOCATION, AS SHOWN IN DETAIL, CORRESPONDS TO WALL LOCATION AS SHOWN IN ROADWAY PLANS.
THE CONTRACTOR/DESIGNER IS RESPONSIBLE FOR LOCATING THE FACE OF THE BOTTOM OF WALL SO THE TOP OF WALL
LINES UP WITH THE CORRECT OFFSET AS SHOWN ON THE PLANS.

SEE DETAIL *“A"
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TEMPORARY SHORING
SEE TRAFFIC CONTROL
PLANS FOR MORE INFORMATION

% SEE ROADWAY PLANS FOR FINISHED GRADE DETAILS.

SEE ROADWAY PLANS FOR FINISH GRADE DETAILS.

EXISTING OR FUTURE OBSTRUCTIONS SUCH AS FOUNDATIONS, GUARDRAIL POSTS,
PAVEMENTS, PIPES, INLETS, OR UTILITIES MAY INTERFERE WITH THE REINFORCEMENT
FOR GABION RETAINING WALLS.

DO NOT PLACE LEVELING PAD STONE, SELECT MATERIAL UNTIL OBTAINING APPROVAL OF THE
EXCAVATION DEPTH AND FOUNDATION MATERIAL.

DESIGN GABION RETAINING WALL FOR A HEIGHT EQUAL TO DESIGN HEIGHT AND EMBEDMENT,
MINIMUM SERVICE LIFE = 75 YEARS

ALLOWABLE BEARING CAPACITY = 2000 PSF.

IN-SITU ASSUMED MATERIAL PARAMETERS:

MATERIAL TYPE UNIT WEIGHT FRICTION ANGLE COHESION
LE¢CF DEG%%ES Léng
BACKFILL 120 32 0
FOUNDATION 110 28 0
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