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PROJECT SERVICES UNIT - N.C. DEPARTMENT OF TRANSPORTATION - RALEIGH, N.C.,

THE FOLLOWING ROADWAY STANDARDS AS SHOWN IN "ROADWAY STANDARD DRAWINGS" -

ARE CONSIDERED A PART OF THESE PLANS:

TEMPORARY PAVEMENT MARKING 

DIRECTION OF PEDESTRIAN TRAFFIC FLOW

STATIONARY SIGN

PORTABLE SIGN

STATIONARY OR PORTABLE SIGN

TEMPORARY SIGNING

SIGNALS

PAVEMENT MARKINGS

E

M

P

T

EXISTING LINES

EXISTING PROPOSED TEMPORARY 

TRAFFIC CONTROL DEVICES

BARRICADE (TYPE III)

DIRECTION OF TRAFFIC FLOW

NORTH ARROW

GENERAL

EXIST. PVMT.

PROPOSED PVMT.

REMOVAL

WORK AREA

FLAGGER

TRUCK MOUNTED IMPACT ATTENUATOR (TMIA)

FLASHING ARROW PANEL (TYPE C)

CONE

DRUM

CHANGEABLE MESSAGE SIGN

SKINNY DRUM

LAW ENFORCEMENT

TEMPORARY CRASH CUSHION

TUBULAR MARKER

PAVEMENT MARKERS

CRYSTAL/CRYSTAL

CRYSTAL/RED

YELLOW/YELLOW

PAVEMENT MARKING SYMBOLS

TEMPORARY LINES

PAVEMENT MARKING SYMBOLS

TITLESTD. NO.

1261.01         GUARDRAIL AND BARRIER DELINEATORS - INSTALLATION SPACING

1261.02         GUARDRAIL AND BARRIER DELINEATORS - TYPES AND MOUNTING 

1262.01         GUARDRAIL END DELINEATION

1180.01         SKINNY - DRUM

1170.01         PORTABLE CONCRETE BARRIER 

1165.01         WORK VEHICLE LIGHTING SYSTEMS AND TMA DELINEATION

1150.01         FLAGGING DEVICES

1145.01         BARRICADES

1135.01         CONES

1130.01         DRUMS 

1110.02         PORTABLE WORK ZONE SIGNS

1110.01         STATIONARY WORK ZONE SIGNS

1101.11         TRAFFIC CONTROL DESIGN TABLES

1101.06         WARNING SIGNS FOR BLASTING ZONES

1101.05         WORK ZONE VEHICLE ACCESSES

1101.04         TEMPORARY SHOULDER CLOSURES

1101.03         TEMPORARY ROAD CLOSURES

1101.02         TEMPORARY LANE CLOSURES

1101.01         WORK ZONE WARNING SIGNS

NONE

TMP-2

DATED JANUARY 2012 ARE APPLICABLE TO THIS PROJECT AND BY REFERENCE HEREBY

STRATEGIES

AND MANAGEMENT 

DRAWINGS, LEGEND

ROADWAY STANDARD 

17BP.14.R.125                 

THE OFF-SITE DETOUR WILL INCLUDE SR 1152, SR 1188, NC-281, AND US-64.

TRAFFIC WILL BE DETOURED OFF-SITE DURING THE CONSTRUCTION PERIOD.

TMP DESIGN PARAMETERS

CONSTRUCTION PLANS.

ALONG THE EXISTING ROADWAY ALIGNMENT AS SHOWN IN THE

REMOVE AND REPLACE EXISTING STRUCTURE AND APPROACHES

CONSTRUCTION
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