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WATTLE WITH POLYACRYLAMIDE DETAIL

e | WY 2' UPSLOPE
escription 0 ° E\“
5\)\\f N\ STAKE NATURAL GROUND
Wattles are tubular products consisting of excelsior fibers encased ? P o
i thetic netting. Watl d | hannels t IR ZEER
in synthetic netting. Wattles are used on slopes or channels to SR STLHLN
S5 KT

i i SRR SSseseteteseses
intercept runoff and act as a velocity break. Wattles are to be ST SZRRELIRLRLN

p 4 [ LTI TRRRILLRAILLK)
placed at locations shown on the plans or as directed. Installation - : 335 % & AL
hall follow th il provided in the pl i k SIS O e
shall follow the detail provided in the plans and as directed. Wor - — — KKK SRR FOT0ete, Yeseetetesesetets®
. e I . . K  Qatatolototetsie LSRR S EISIER
includes furnishing materials, installation of wattles, matting K PRI “«:“, RS
. . . . . 4 b <
installation, PAM application, and removing wattles. > KRR K v "":::@?:::::Wé

, S WK N
Materials S See Inset A 3 N oy o /

D D e

Wattle shall meet the following specifications:

100% Curled Wood(Excelsior) Fibers

100% Corled Wood(Ecal o EDGE OF PAVEMENT MATTING W= 2' DOWNSLOPE

Minimum _Density - ?.6 b3 +/~ 10% g%'::i:i:ﬁ E:i:;:;;;:;:ﬁ %{‘“’\' STAKE
R Rt CROSS SECTION

Net Openings — 1in.x 1 in. ,\ Q
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Net Configuration - Totally Encased EXC E I_S I O R WATT L E

Minimum Weight — 20 |b. +/~ 10% per 10 ft. length

Anchors: Stakes shall be used as anchors.

MATTING

Provide hardwood stakes a minimum of 2-ft. long with a 2 in. x 2 in.
nominal square cross section. One end of the stake must be sharpened SLOPE
or beveled to facilitate driving down into the underlying soil.

Matting shall meet the requirements of section 1060-8 of the Standard
Specifications, or shall meet specifications provided elsewhere in

this contract.
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Wooden Stakes:

PAM

(3.5 0Z.)

u shape not less than 12” in length with a throat of 1”7 in width.
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Polyacrylamide (PAM) shall be applied in powder form and shall be

anionic or neutrally charged. Soil samples shall be obtained in

areas where the wattles will be placed, and from offsite material

used to construct roadway, and analyzed for the appropriate PAM NOTES:
flocculant to be utilized with each wattle.

Construction Methods USE MINIMUM 12 IN. DIAMETER EXCELSIOR WATTLE.

Wattles shall b d to th il by wire stapl ximatel
O o e o e Staples ghprommately USE 2 FT. WOODEN STAKES WITH A 2 IN. BY 2 IN. CROSS SECTION. INSET A INSET B INSET C
minimum of 4 stakes shall be installed on the downstream side of the
wattle with a maximum spacing of 2 linear feet along the wattle, and ONLY INSTALL WATTLE(S) TO A HEIGHT IN DITCH SO FLOW WILL NOT
according to the detail. Install a minimum of 2 stakes on the WASH AROUND WATTLE AND SCOUR DITCH SLOPES AND AS DIRECTED.
upstream side of the wattle according to the detail provided in the
plans. Stakes shall be driven into the ground a minimum of 10 in.
with no more than 2 in. projecting from the top of the wattle. Drive INSTALL A MINIMUM OF 2 UPSLOPE STAKES AND 4 DOWNSLOPE "
stakes at an angle according to the detail provided in the plans. STAKES AT AN ANGLE TO WEDGE WATTLE TO BOTTOM OF DITCH. ~——12" (MIN.)
Install wattles to the t f the ditch ding to the detail
provided in the plans. Overlap adiining sections of wattles o PROVIDE STAPLES MADE OF 0.125 IN. DIAMETER STEEL WIRE UPSLOPE DOWNSL OPE
minimum  of 6 in. FORMED INTO A U SHAPE NOT LESS THAN 12" IN LENGTH. STAKE STAKE
Installati f i hall be i d ith the detail
provided in the plant, and i accordance with soction 1631-3(8) of INSTALL STAPLES APPROXIMATELY EVERY 1 LINEAR FOOT ON
the Standard Specifications, or in accordance with specifications BOTH SIDES OF WATTLE AND AT EACH END TO SECURE IT TO THE SOIL. ‘
provided elsewhere in this contract.
Apply PAM over the lower center portion of the wattle where the water INSTALL MATTING IN ACCORDANCE WITH SECTION 1631 OF THE
is going to flow over at a rate of 3.5 ounces per wattle, and at a STANDARD SPECIFICATIONS. VAR.
rate of 1 ounce on matting eu_ch sidg of wattle. PAM qpplicqtions FLOW
e o o g = ofter every rainfall PRIOR TO POLYACRYLAMIDE (PAM) APPLICATION, OBTAIN A SOIL SAMPLE
FROM PROJECT LOCATION, AND FROM OFFSITE MATERIAL, AND ANALYZE FOR
The Contractor shall maintain the wattles until the project is APPROPRIATE PAM FLOCCULANT TO BE APPLIED TO EACH WATTLE.
accepted or until the wattles are removed, and shall remove and Y
di f silt lati t th ttl h directed i
accordance with the requirements of Section 1630 of the Standard INITIALLY APPLY 2 OUNCES OF ANIONIC OR NEUTRALLY CHARGED
Specifications. POLYACRYLAMIDE (PAM) OVER WATTLE WHERE WATER WILL FLOW AND 1 OUNCE /\ MATTING
The quantity of wattle(s), wooden stakes, staples, matting and PAM OF PAM ON MATTING ON EACH SIDE OF WATTLE. REAPPLY PAM AFTER EVERY See Inset B
as measured above willlbe paid for u’rc’oniraci ;)rice for “Lump Sum RAINFALL EVENT THAT IS EQUAL TO OR EXCEEDS 0.50 IN.
for Erosion Control”. Such price and payment will be full 2" (MIN\.) 6' (MIN.)

compensation for all work covered by this provision, including but
not limted to, furnishing all materials, placing and maintaining the
wattle(s), and removal and disposal of silt accumulations and wattle.
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