DocuSign Envelope ID: 417F13A2-7A3B-4EA8-A2E0-83C88D96BF3E

NOTES
11"

- " THE GUARDRAIL ANCHOR ASSEMBLY SHALL CONSIST OF A /4" HOLD DOWN PLATE AND

4 4 ’_> E 7 - 7 @ BOLTS WITH NUTS AND WASHERS.
[ L L

THE HOLD-DOWN PLATE SHALL CONFORM TO AASHTO M270 GRADE 36. AFTER
FOR LOCATION OF GUARDRAIL ANCHOR FABRICATION, THE HOLD-DOWN PLATE SHALL BE HOT-DIP GALVANIZED IN ACCORDANCE

A ASSEMBLY, SEE ““PLAN"" BELOW WITH AASHTO MII1.

> 17

) O 4 . BOLTS SHALL CONFORM TO THE REQUIREMENTS OF ASTM A307 AND NUTS SHALL
MBLY 40 CONFORM TO THE REQUIREMENTS OF AASHTO M291. BOLTS, NUTS AND WASHERS SHALL

T BE GALVANIZED. (AT THE CONTRACTOR’S OPTION, STAINLESS STEEL BOLTS, NUTS

AND WASHERS MAY BE USED AS AN ALTERNATE FOR THE "' @ GALVANIZED BOLTS,

NUTS AND WASHERS. THEY SHALL CONFORM TO OR EXCEED THE MECHANICAL
REQUIREMENTS OF ASTM A307. THE USE OF THIS ALTERNATE SHALL BE APPROVED BY
¢ GUARDRATIL THE ENGINEER.)

/ANCHOR ASSEMBLY

W/

C GUARDRATL THE GUARDRAIL ANCHOR ASSEMBLY IS REQUIRED AT ALL POINTS WHERE APPROACH
r/ ANCHOR ASSEMBLY GUARDRAIL IS TO BE ATTACHED TO THE END OF BARRIER RAIL.FOR POINTS OF

1/_6//

C 16" @ HOLES(TYPJ-—J/// '{}

¢/

ATTACHMENT, SEE SKETCH.

* o AFTER INSTALLATION, THE EXPOSED THREAD OF THE BOLT SHALL BE BURRED WITH A
¢ SHARP POINTED TOOL.

THE COST OF THE GUARDRAIL ANCHOR ASSEMBLY SHALL BE INCLUDED IN THE UNIT
FINISH GRADE————\\ CONTRACT PRICE BID FOR VERTICAL CONCRETE BARRIER RAIL.

L3'/2" Ve 3. 3'/2",|

THE VERTICAL REINFORCING BARS MAY BE SHIFTED SLIGHTLY IN THE VERTICAL
CONCRETE BARRIER RAIL TO CLEAR ASSEMBLY BOLTS.

4
L ' E K THE 1'/4" @ HOLES SHALL BE FORMED OR DRILLED WITH A CORE BIT. IMPACT TOOLS
WILL NOT BE PERMITTED. ANY CONCRETE DAMAGED BY THIS WORK SHALL BE REPAIRED

END OF SLAB TO THE SATISFACTION OF THE ENGINEER.
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TIME: 4:00:50 PM

A
\

| 1]
| ! ) SKETCH SHOWING
E = ' POINTS OF ATTACHMENT

| ” 13 " 13 7" | Z

/4 HOLD-DOWN B — | ! Pl AN >k DENOTES GUARDRAIL ANCHOR ASSEMBLY

1"-11"

/4" @ HOLE (TYP.) | OCATION OF PROJECT NoO,__ L/BP.I4.R.62
ANCHORS FOR GUARDRATL JACKSON COUNTY

END BENT #1 SHOWN, END BENT #2 SIMILAR. STATION: 13+09.50 - -

Y =COM STATE OF NORTH CAROLINA

\ \ \ \ \ \ V A— DEPARTMENT OF TRANSPORTATION
\ 701 CORPORATE CENTER DRIVE. SUITE 475 RALEIGH

©19) 854-62£gc01\/| License No. F.0342 " S —|_ A N D A R D

1572016 GUARDRAIL ANCHORAGE
W% oy, FOR VERTICAL CONCRETE

SECTION E-E CARRTER RATL
GUARDRAIL ANCHOR ASSEMBLY DETAILS L4 o

REVISIONS SHEET NO.
WV ORRT A NO,  BY: DATE: NO.  BY: DATE: S5-12

ASSEMBLED BY : MTB DATE : 0O6/l6
CHECKED BY : JCM DATE : Oe/16

Q:\60238772\400_T ech_Info_Disc_Files\450_NCDOT StdT echDesF iles\BRG_|35\Structures\40/_065_BI35_SI2_GRA.dgn

DOCUMENT NOT CONSIDERED LTINS

) REV. 12/5/I MAA/GM Dot by 1118

DRAWN BY : MAA - 5710 REV. 6/13 MAA /GM FINAL UNLESS ALL @m &W 3 SEETS
CHECKED BY : GM 5/'0 REV. |/|5 MAA/TMG SIGNATURES COMPLETED A2FDE142C82F4AB... é!:

USER: morrisonc

N[=D

DGN:

STD. NO. GRA3 (sht.2)



		2016-07-05T13:45:10-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




