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SEE SHEET 3A FOR DETAILS
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DATUM DESCRIPTION

THE LOCALIZED COORDINATE SYSTEM DEVELOPED FOR THIS PROJECT

IS BASED ON THE STATE PLANE COORDINATES ESTABLISHED BY

NCDOT FOR MONUMENT "GPS-4"

WITH NAD 83/NSRS 2007 STATE PLANE GRID COORDINATES OF

NORTHING:  364701.915(ft)  EASTING:  2666320.124(ft)

ELEVATION:  8.81(ft)

THE AVERAGE COMBINED GRID FACTOR USED ON THIS PROJECT

(GROUND TO GRID) IS:  0.999918970

THE N.C.  LAMBERT GRID BEARING AND

LOCALIZED HORIZONTAL GROUND DISTANCE FROM

"GPS-4" TO -L-  STATION  IS

   

ALL LINEAR DIMENSIONS ARE LOCALIZED HORIZONTAL DISTANCES

VERTICAL DATUM USED IS NAVD 88

NC 
GRID

NAD 
83/

NSRS 
2007

VALVES AS NEEDED

ADJUST EXISTING WATER

  35.21  LT

-L- STA 134+22.51

  59.89  LT

-L- STA 133+97.51

  60.19  LT

-L- STA 133+56.77

  35.25  LT

-L- STA 133+27.44

R 25’

R 25’

ELEV 28.56

E 2670390.0885

N 363023.0046

CONTROL POINT -BL- 17

AS NEEDED

ADJUST MANHOLE

SIGNAL POLE
PROPOSED METAL

    (REMOVE EXISTING) 
PROPOSED 2’ 6" CURB AND GUTTER

PAVEMENT

REPLACE ASPHALT

REMOVE AND 
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US 70    ARENDELL ST.

30" C&G

24" C&G

0.462 ACRES

DB 688 PG 53

MOREHEAD CITY, NC

4106 ARENDELL ST

KITTRELL AUTO PARTS INC

0.565 ACRES

DB745 PG976

MOREHEAD CITY, NC

4068 ARENDELL ST

OUTER BANKS DEVELOPMENT INC

0.29 ACRES

DB 927 PG 60

MOREHEAD CITY, NC

4113 ARENDELL STREET
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