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WINGS NOT SHOWN FOR CLARITY.
FOR SECTION A-A, SEE SHEET 4 OF 4.
CONCRETE COLLARS FOR STEEL PILES NOT SHOWN IN PLAN AND ELEVATION VIEWS FOR CLARITY.
SEE “CORROSION PROTECTION FOR STEEL PILES DETAIL’, SHEET 4 OF 4.

NOTES

STIRRUPS IN CAP MAY BE SHIFTED AS
NECESSARY TO CLEAR DOWELS.

THE LATERAL GUIDES ARE NOT TO BE
POURED UNTIL AFTER THE CORED SLAB

UNITS ARE IN PLACE.

THE CONCRETE IN THE SHADED AREA OF
THE WING SHALL BE POURED AFTER THE
VERTICAL CONCRETE BARRIER RAIL IS
CAST IF SLIP FORMING IS USED.

INSTALL THE 4”& DRAIN PIPE THROUGH
THE WING WALL AS REQUIRED FOR
REINFORCED BRIDGE APPROACH FILLS, SEE
THE ROADWAY PLANS. REINFORCING STEEL
IN THE WING WALL MAY BE SHIFTED AS
NECESSARY TO CLEAR THE DRAIN PIPE.

FOR PILE SPLICE DETAILS, SEE SHEET 4 OF 4.
FOR WING DETAILS, SEE SHEET 3 OF 4,

THE CONTRACTOR HAS THE OPTION TO OMIT
THE LATERAL GUIDE IF APPROVED BY THE

ENGINEER.
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