30/-0" RELAXATION GRADE 270 STRANDS AND SHALL CONFORM
- - TO AASHTO M203 EXCEPT FOR SAMPLING REQUIREMENTS
1 | 1°-0” 27'-10” (CLEAR ROADWAY) 1'-0”| 1~ WHICH SHALL BE IN ACCORDANCE WITH THE STANDARD
SR PR, (- sl it | pa— SPECIFICATIONS.
137-11* 13'-11"
- -t - ALL REINFORCING STEEL CAST WITH THE BOX BEAM
SECTIONS SHALL BE GRADE 60 AND SHALL BE INCLUDED
;L__;EST_F VERTICAL CONCRETE BARRIER RAIL (TYP.) énggEAzng PRICE BID FOR PRESTRESSED CONCRETE
FOR DETAILS SEE “VERTICAL .
CONCRETE BARRIER RAIL SECTION™ RECESSES FOR TRANSVERSE STRANDS SHALL BE GROUTED
AFTER THE TENSIONING OF THE STRANDS.
i GRADE POINT THE 2V/5" @ DOWEL HOLES AT FIXED ENDS OF BOX BEAM
8“@ C BRG. -SHRINK GROUT.
o | 4/ ® § BRG. 0} 4/, @ € BRG. SECTIONS SHALL BE FILLED WITH NON-SHRINK GROUT
|8 I THE BACKERS ROD SHALL CONFORM TO THE
—ih ASPHALT WEARING SURFACE CONST. JT. REQUIREMENTS OF TYPE M BOND BREAKER. SEE
< o (SEE ROADWAY PLANS) H (TYP.) SECTION 1028 OF THE STANDARD SPECIFICATIONS.
e 0.02 0.02 THE TRANSFER OF LOAD FROM EHE Amc§o§Agg§C;ngHE
~ BOX BEAM UNIT SHALL BE DONE WHEN TH
{ [ ///////////////////4/////3//////////////(//////Il//////“////< HAS REACHED A COMPRESSIVE STRENGTH OF NOT LESS
A THAN 5500 PSI.
A — Hl | HEl | Hl | | H ALL REINFORCING STEEL IN VERTICAL CONCRETE
el 1 " —1 T R : BARRIER RAILS SHALL BE EPOXY COATED.
= |5 —— O . S : PRESTRESSING STRANDS SHALL BE CUT FLUSH WITH THE
S R BN R BN R 'n-u-uin' memeanann R < BOX BEAM UNIT ENDS.
! §§ APPLY EPOXY PROTECTIVE COATING TO BOX BEAM
X SHEAR KEYS 10 BE FILLED WITH GROUT AFTER UNIT ENDS. -
2!/>" @ HOLES FOR 0.6" @ ALL ERECTION H L R VERTICAL GROOVED CONTRACTION JOINTS, &' IN
3'-0" L.R. TRANSVERSE FINAL TENSIONING OF TRANSVERSE STRANDS DEPTH, SHALL BE TOOLED IN ALL EXPOSED éiCES
(TYP.) POST-TENSIONING STRANDS OF THE BARRIER RAIL AND IN ACCORDANCE WITH
- ARTICLE 825-10(B) OF THE STANDARD SPECIFICATIONS.
15'-0" | 15°~0" - A VERTICAL CONTRACTION JOINT SHALL BE LOCATED
- e - AT EACH THIRD POINT BETWEEN BARRIER RAIL
EXPANSTION JOINTS. ONLY ONE CONTRACTION JOINT
10 PRESTRESSED CONCRETE BOX BEAM UNITS = 30°-0” - IS REQUIRED AT MIDPOINT OF BARRIER RAIL
- - SEGMENTS LESS THAN 20 FEET IN LENGTH AND NO
CONTRACTION JOINTS ARE REQUIRED FOR THOSE
- SEGMENTS LESS THAN 10 FEET IN LENGTH.
HALF SECTION HALF SECTION
AT INTERMEDIATE DIAPHRAGMS THROUGH VOIDS THE LOCATION OF THE VOID DRAINS MAY BE SHIFTED
SLIGHTLY WHERE NECESSARY TO CLEAR PRESTRESSING
T YP I C AI_ SEC T I ON STRANDS OR TRANSVERSE REINFORCING STEEL.
FOR GROUT FOR STRUCTURES, SEE SPECIAL PROVISIONS.
% THE MAXIMUM BARRIER RAIL HEIGHT AND ASPHALT THICKNESS IS SHOWN. THE HEIGHT OF THE
BARRIER RAIL AND ASPHALT THICKNESS VARIES WHILE THE TOP OF THE BARRIER RAIL FOLLOWS
THE PROFILE OF THE GUTTERLINE.FOR RAIL HEIGHT DETAILS AND ASPHALT THICKNESS, SEE THE
“WERTICAL CONCRETE BARRIER RAIL SECTION’ DETAIL.
FIXED END
ASPHALT
LEAe
SEE “BRIDGE N NN NN Y AN U
APPROACH SLAB" : \\3\3T§\3\3\3\3\3\3\\
SHEET FOR DETAILS - Fee
A 2”@ BACKER ROD gl | oo —— BOX BEAM
. gt :l— : i
Rnhetai it N /] g , L vo1p
ity ) 2 ()
) ; aE 2/ @ DOWEL HOLES -
] TR PROJECT No.__BD-51027Z
2 LAYERS OF 30 LB.— . N !
ROOFING FELT TO | | itk B PITT COUNTY
PREVENT BOND. - : Jitk | |
VR T il STATION: 16+09.43 -L-
OPENING (Ll 7l
|  pO SHEET 1 OF 5
' ? -
4 E — STATE OF NORTH CAROLINA
€ BEARING __; Y Y DEPARTMENT OF TRANSPORTATION
& *8 DOWELS — ! !
. . * ELASTOMERIC RALEIGH
L\i.»’ e | BEARING PAD STANDARD
SEE “END BENT
SHEETS FOR DETAILS 3'-0"X 3'-3”
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NOTES

ALL PRESTRESSING STRANDS SHALL BE 7-WIRE LOW

STD. NO. 39PCBB1_30
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