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STATE OF NORTH CAROLIN A NG, IBRIRS B 5

DIVISION OF HIGHWATYS

STATE STATE PROJECT REFERENCE NO. SHEET

PILLAN FOR PBPROPOSED P&SZION AND SEDIMENT CONTROL MgﬁpR]ES

Description

o 2| ~ 1630.03 Temporary Sil¢ Di¢ch .. .. ... .. D
HIGHWAY EROSION CONTROL T m
o ) 160501  Temporary Sil¢ Fence ... H—H—H
1606.01 Special Sediment Con¢rol Fence ...... ..
1622.01 Temporary Berms and Slope Drains................._.

LOCATION: BEAUFORT COUNTY BRIDGE #I119 OVER BEAVERDAM Silé Basin Type B I\

1633.01  Temporary Rock Sil¢t Check Type=A. ... .

S WAMP CREEK ON SR 1 520 (T ERMP IN T RA CI< RD. ) Temporary Rock Sil¢ Check Type=A with
Matting and Polyacrylamide (PAM)
Temporary Rock Sil¢ Check Type-B )

TYPE OF WORK: BRIDGE REPLACEMENT WITH CORED SLAB BRIDGE, Wetde/ Coir Fibr Watle )

Wattle / Coir Fiber Wattle

GUARDRAIL, PAVIN G, GRADIN G, AND DRAINAGE with Polyacrylamide (PAM) .

1634.01 Temporary Rock Sediment Dam Type-A. ... .. o]
1634.02  Temporary Rock Sediment Dam TypeB. . D
1635.01 Rock Pipe Inlet Sediment Trap Type~A .. " ..
1635.02 Rock Pipe Inlet Sediment Trap Type-B...... U
1630.04 Stilling Basin ... ...

1630.06 Special S¢illing Basin. ...
Rock Inlet Sediment Trap:
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BEGIN STATE PROJECT IrBRP.LR.55 5l END APPROACH SLAB 1639.03
3! .
—[— STATION 10+35.00 %\ ~|— STATION 12+96.50
\ A
_ \
A . I S W
‘ TO SR 1523 ‘ NC 32
MILL HOLE RD. , / »‘
o} ' e ) i = | l/
i I
R A
& / THIS PROJECT HAS
Y % BEEN DESIGNED TO
& SENSITIVE WATERSHED
S
= STANDARDS.
BEGIN APPROACH SLAB /%
g
h —L— STATION [12+/9.50 S
NC GR\A 50l ENVIRONMENTALLY
o 83 N SENSITIVE AREA(S) EXIST
ON THIS PROJECT
END STAI'E PROJECT [/BFP.2.R.55 P —
o ejer 10 . G. dpecua rooisions
L S TAT/ ON / 4 +5 OOO for Special Considerations.
\_
f R 4 N ( ROADSIDE ENVIRONMENTAL UNIT N ( (0 A ( h
GRAPHIC SCALES DIVISION OF HIGHWAYS Prepared In fhe Offlce of: Roadway Standard Drawings
STATE OF NORTH CAROLINA HNTB NORTH CAROLINA, P.C.
50 25 0 50 100 THESE EROSION AND SEDIMENT CONTROL PLANS COMPLY WITH THE 343 E. Six Forks Road, Suite 200 The following roadway english standards as appear in ”Roadway Standard Drawings”- Roadway Design
i REGULATIONS SET FORTH BY THE NCG-010000 GENERAL CONSTRUCTION Raleign, North Tarolina 27609 Unit - N. C. Department of Transportation - Raleigh, N. C., dated January 2012 and the latest
PERMIT EFFECTIVE AUGUST 3, 2011 ISSUED BY THE NORTH CAROLINA revison thereto are applicable to this project and by reference hereby are considered a part of
PLANS DEPARTMENT OF ENVIRONMENT AND NATURAL RESOURCES DIVISION OF these plans.
WATER QUALITY. 2012 STANDARD SPECIFICATIONS 1604.01 Railroad Erosion Control Detail 1632.01 Rock Inlet Sediment Trap Type A
50 25 0 50 100 1605.01 Temporary Silt Fence 1632.02 Rock Inlet Sediment Trap Type B
1606.01 Special Sediment Control Fence 1632.03 Rock Inlet Sediment Trap Type C
1607.01 Gravel Construction Entrance 1633.01 Temporary Rock Silt Check Type A
PROFILE (HOR'ZONTAL) 1622.01 Temporary Berms and Slope Drains 1633.02 Temporary Rock Silt Check Type B
1630.01 Riser Basin 1634.01 Temporary Rock Sediment Dam Type A
10 5 0 10 20 ALLEN T. HODGES' El 1630.02  Silt Basin Ty[.)e B_ 1634.02 Temporary Rock Sediment Dam Type B
EROSION CONTROL 1630.03 Temporary Silt Ditch 1635.01 Rock Pipe Inlet Sediment Trap Type A
LEVEL Il 1630.04 Stilling Basin o 1635.02 Rock Pipe Inlet Sediment Trap Type B
PROFILE (VERTICAL) 1630.05 Temporary Diversion 1640.01  Coir Fiber Baffle
CERTIFICATION #3633 1630.06  Special Stilling Basin 1645.01 Temporary Stream Crossing
1631.01 Matting Installation
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