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COMPLETE BOX

NOTES:

1. VALVE BOX COVER SHALL WEIGH A MINIMUM 26 Ibs

2. ENTIRE VALVE BOX ASSEMBLY & COVER SHALL BE
CAST FROM CLASS 35 GRAY IRON.

5. ASSEMBLY SHALL BE DOMESTICALLY MADE AND

MANUFACTURED IN THE
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STANDARD BEDDING

SPECIAL BEDDING
FOR 14'=20' DEPTHS

FOR 3" TO 14’ DEPTHS

NOTES:
1. EMBEDMENT MATERIAL MUST BE CLASS I (NO 6/ OR NO 7/8M WASHED STONE IS TYPICALLY USEDD.

c. EMBEDMENT MATERIAL SHALL BE COMPACTED TO A MINIMUM 9357 STANDARD PROCTOR DENSITY FOR
CLASS [ MATERIAL.

3. STANDARD BEDDING SHALL BE UTILIZED FOR ALL CASES WHERE TRENCH BOTTOMS ARE UNSTABLE DUE
TO SOIL TYPE, OR MUISTURE CONDITIONS.

TYrPICAL BEDDING FUR FLEXIBLE & SEMI=RIGID PIPE
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20 LF RESTRAINED JOINT

HDPE DR9/DR11
PER PLANS AND SPECS

1—1,/2 x PIPE O.D. OVER
2500 P.S1 5 DIP (1 PIPE JOINTS TYP.)
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ANCHOR RING DIMENSIONS

NOMINAL PIPE SIZE 0.D. OF RINGS THICKNESS
4" — 12" PIPE 0.D. + 6" 1/2”
16" — 24" PIPE 0.D. + 7" 3/4"
30" & 36” PIPE 0.D. + 8" 17

ITYrPICAL DIF

BEARING AREA AGAINST

UNDISTURBED EARTH MUST

EQUAL 7/ S.F.

ANS!/AWWA STANDARD MJ
GLAND AND GASKETS W/

EXTENDED BOLTS PER MJ
FITIING MANUFACTURER
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